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Sargent & Greenleaf, Inc. 
PO Box 930, Nicholasville, Kentucky 40340 
Phone (859) 885-9411 FAX (800) 634-4843 


Sargent & Greenleaf S.A. 
9, Ch. du Croset, 1024 Ecublens, Switzerland 
Phone 41-21-691-9583 FAX 41-21-691-5349 


S&G Products are sold throughout the world. Contact your nearest Sargent & Greenleaf Distributor for 
pricing and availability on any of our products. For the latest product information and a complete listing of 
S&G distributors, visit our site on the worldwide web, at: 


http://www.sglocks.com 


Packaging 


Your distributor may choose to repackage items or sell products as single units or in lots containing 
fewer items than the manufacturer's standard package quantities. Check with your distributor for quanti- 
ties and pricing before placing an order. 


WARRANTY 


Seller warrants that for one year* from the date of shipment from Seller's point of manufacture, the goods shall be 
free from defects in material and workmanship, provided the goods are normally and properly used according to the 
Seller's written instructions. 


THIS WARRANTY IS EXPRESSLY MADE IN LIEU OF ANY AND ALL OTHER WARRANTIES, EXPRESS OR IMPLIED. S&G 
DOES NOT WARRANT THAT THE GOODS ARE MERCHANTABLE OR FIT FOR ANY PARTICULAR PURPOSE EXCEPT AS 
EXPRESSLY PROVIDED HEREIN. 


Seller's entire liability and Buyer's exclusive remedy in the event that the goods do not conform to the foregoing war- 
ranty shall be Seller's repair or replacement of the goods (including payment of freight costs to and from point of 
manufacture). 


UNAUTHORIZED USE OF DIAL, DIAL RINGS, AND/OR SPINDLES NOT MANUFACTURED BY THE SELLER IN CON- 
JUNCTION WITH ITS COMBINATION LOCK PRODUCTS INVALIDATES THE WARRANTY. 


SELLER SHALL HAVE NO LIABILITY FOR ANY CONSEQUENTIAL, INCIDENTAL, INDIRECT OR SPECIAL DAMAGES. SELL- 
ER DOES NOT WARRANT ITS LOCK PRODUCTS TO BE IMPERVIOUS TO FORCIBLE OR SURREPTITIOUS ENTRY, AND 
SELLER SHALL HAVE NO LIABILITY FOR DAMAGE TO OR LOSS OF PROPERTY SOUGHT TO BE PROTECTED BY ANY 
SUGH LOCK. 


*6120 series locks, 6730 series locks, and Environmental Padlocks carry a two year warranty. 


Technical information and information regarding government specifications and National Stock Numbers in this publication is accurate to the best of 
our ability at the time of publication. Sargent & Greenleaf does not, however, warrant the accuracy of such information and assumes no responsibility 
for the application of such information published in this catalog. 


® 


Sargent & Greenleaf is committed to environmental responsibility. No known ozone depleting 
substances are used in the manufacture of Sargent & Greenleaf products. 


® 


_ioe 


[NS 


al 


Premium Security Products 


Contents 


Electronic Locks 


Safe Handles 


Code/Tronic 


Padlocks 


Sliding Deadbolts 


COMPTRONIC? models 6120 and 6121 Ce—C3 
COMPTRONIC? model 6123 and COMPTRONIC?® keypads C4—C5 
COMPTRONIC? models 6124, 6125, and keypads for these two models C6—C7 
COMPTRONIC?® accessories (cables, spy-proof cover, LCD Indicator) C8 
COMPTRONIC? model 6140 door lock C9 
Mechanical Combination Safe Locks 
Group 2 models 6730, 6738, 6741 C10—C11 
Group 2M model 6630 C12 
wing covers and bolts for standard mechanical safe locks C13 
dials and rings for Group 2 and Group 2M | safe locks C14—C17 
Group 1 and Group 1R 8400 series safe locks and 8400 series dials C18—C19 
Group 1 and Group 1R 8500 series safe locks and 8500 series dials C20—Cee2 
models 6730, 8400, and 8500 lock/dial/ring sets C23—C24 
lock, dial, and ring accessories and replacement parts C25—C26 
vault locks and vault lock dials and rings C27—C29 
change keys for mechanical safe locks C30 
Key Operated Safe Locks 
6804, 6805, 6824, 6825 Key-Op® with keys and escutcheons C31 
6870 locks with keys and escutcheons C382—C33 
one-piece and two-piece C34 
Time Locks and Delays 
Timebination® 6200 series mechanical lock and time delay C35 
3-movement and 2-movement time locks C386—C37 
Safe Deposit Locks 
4200 and 4400 Series C38—C39 
4500 Series C40 
4100 Series Cabinet Locks C41 
Safe Deposit Key Blanks C42—C44 
Panic Exit Devices 
Arm-A-Dor® secure panic hardware C45 
HSED (High Security Exit Device) C46—C49 
models 1999, 2001, accessories, and The Brute® lock C50—C5e2 
Mechanical Automatic Door Deadbolts 
Extension 50 and Extension 50 Life Safety Kit C538—C54 
models 826, 833 key operated high security padlocks C55—C56 
model 8077 combination padlock C57 
models SM181 and SM183 surface mount sliding deadbolts C58 
Technical Information 
safe deposit key cutting specifications and additional resources C59—C60 


Sargent & Greenleaf, Inc. 


Over A Century of Security 


Edition date—6/13/01 


Copyright 2001, Sargent & Greenleaf, Inc. 


page C- 1 


Premium Security Products 


CONMIPTRONIC*—6120 Series 


Standard Square Bolt Listed Type 1 
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Locks with Keypads and Locks Only 


Model Keypad Management Square Bolt Square Bolt Latch Bolt Latch Bolt 
Reset Code Individual Pack Bulk Pack Individual Pack Bulk Pack 
6120 Matte BEW Field Settable* 6120-303 6120-509 
6120 Gloss BW Field Settable* 6120-306 
6120 Satin Chrome _ Field Settable* 6120-305 6120-508 
6120 Buffed Chrome __ Field Settable* 6120-302 
6120 Satin Brass Field Settable* 6120-304 
6120 Buffed Brass Field Settable* 6120-301 
6120 Not Included Field Settable* 6120-309 6120-300 6120-502 6120-500 
6120 Not Included Factory Set* 6120-308 6120-307 6120-504 6120-503 


*Note—Locks with field settable Management Reset Codes must have the MPC set before the lock’s master 
code is changed for the first time. Once the master code is changed, the MRC cannot be set. Factory set 
MRGCs are random codes. No two factory MRCs are alike. Once set, MRCs cannot be deleted or changed. 


Bulk pack model numbers must be ordered in multiples of 25 units. 


Y Square bolt locks are designed for boltwork blocking applications. Latch bolt models are made for light- 
weight doors that do not have boltwork. All locks require two 9-volt alkaline batteries (not included). 


Y All models are equipped with bolt-through covers for fast, easy installation. Case size is compatible 
with many mechanical combination locks to accommodate retrofit applications. 


Y¥ Small ribbon cable connector fits virtually all existing safe’s spindle holes for easy, quick installation. 


Y 6120 models have a master code (for setting, changing, or deleting codes and time delays), up to 
eight user codes, and a time delay (settable in increments of one minute) up to a maximum of nine 
minutes. 


Y All programming is done by entering simple instructions at the keypad, eliminating the need for costly, 
complex programming modules. 


Y A five minute lockout mode activates after four or more consecutive incorrect code entry attempts. 


Copyright 1999, Sargent & Greenleaf, Inc. Sar ent & Greenleaf. Inc. >: =a 
page C-2 Over 5 Century of Security . <7 


Premium Security Products 


COMPTRONIC*—6121 Series 


Listed Type 1 


Standard Square Bolt 
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Locks with Keypads and Locks Only 


Model Keypad Square Bolt Square Bolt Latch Bolt Latch Bolt 
Individual Pack Bulk Pack Individual Pack Bulk Pack 

6121 Matte B&W 6121-317 

6121 Gloss BAW 6121-316 

6121 Satin Chrome 6121-315 

6121 Buffed Chrome 6121-309 

6121 Satin Brass 6121-314 

6121 Buffed Brass 6121-313 

6121 Not Included 6121-302 6121-300 6121-501 6121-500 


Note—6121 Series locks do not use a Management Reset Code 
Bulk pack model numbers must be ordered in multiples of 25 units. 


Y Square bolt locks are designed for boltwork blocking applications. Latch bolt models are made for light- 
weight doors that do not have boltwork. All locks require two 9-volt alkaline batteries (not included). 


Y All models are equipped with bolt-through covers for fast, easy installation. Case size is compatible 
with many mechanical combination locks to accommodate retrofit applications. 


Y Small ribbon cable connector fits virtually all existing safe’s spindle holes for easy, quick installation. 


Y 6121 models have a master code (for setting, changing, or deleting codes and time delays), up to 
seven user codes, and a time delay (settable in three minute increments) up to a maximum of twenty- 
seven minutes. 


Y All programming is done by entering simple instructions at the keypad, eliminating the need for costly, 
complex programming modules. 


Y A five minute lockout mode activates after four or more consecutive incorrect code entry attempts. 


Keypad and case dimension information is listed on page C-5. 
® 
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COMPTRONIC’—6123 Series 
Ur) 


Standard Square Bolt Listed Type 1 
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6123 Locks with Keypads and Locks Only 


Keypad Management Standard Latch Square Bolt with Latch Bolt with 
Reset Code Square Bolt Bolt Position Indicator Position Indicator 

Matte B&W Field Settable* 6123-307 6123-509 6123-317 6123-509 
Gloss B&W Field Settable* 6123-308 6123-318 6123-510 

Satin Chrome Field Settable* 6123-303 6123-313 6123-505 
Buffed Chrome Field Settable* 6123-304 6123-314 6123-506 

Satin Brass Field Settable* 6123-305 6123-315 6123-507 
Buffed Brass Field Settable* 6123-306 6123-508 6123-316 6123-508 

Not Included Field Settable* 6123-301 6123-312' 6123-504 

Not Included Factory Set* 6123-310 6123-501 6123-321 


*Note—Locks with field settable Management Reset Codes must have the MPC set before the lock’s 
master code is changed for the first time. See instructions packed with lock. 


‘Locks marked with * are shipped with metric (M6) mounting screws. 


Locks with standard bolts are designed for boltwork blocking applications. Latch bolt models are made for 
lightweight doors that do not have boltwork. All models require two 9-volt alkaline batteries (not included). 


All models are equipped with bolt-through covers for fast, easy installation. Case size is compatible with 
many mechanical combination locks to accommodate retrofit applications. 


6123 models have a master code (for setting, changing, or deleting codes and time delays), a supervisor 
code (for setting, changing, or deleting codes) up to five user codes, and a time delay settable in one 
minute increments up to a maximum of 99 minutes. It can be operated by one code at a time, set to 
require two different codes to open, or configured to require the master or supervisor code to be 

entered before user codes can open the lock. Two different methods of time delay override are available, 

or the time delay override can be permanently eliminated. A fifteen minute lockout mode activates after 
four or more consecutive incorrect code entry attempts. é 
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CONMPTRONIC® Electronic Locks 


Case Dimensions for: 6120 series (all) 


mp 


.312", 7.9mm 
BOLT THICKNESS 


2.400", 61.0mm 
1.624", 41.2m 


om 


1", 25.4mm 


[/———=.220", 84.3mm —>| |<————_>| 
1.164", 29.6mm 


decimal inch measurements are used as the basis for conversions to metric dimensions—millimeters are rounded 


Keypads (with mounting base) 


Finish Individual Pack Bulk Pack 
Matte BSW 6120-014 6120-015 
Gloss B&W. 6120-008 6120-009 
Satin Chrome 6120-016 6120-017 
Buffed Chrome 6120-012 6120-013 
Satin Brass 6120-018 6120-019 
Buffed Brass 6120-010 6120-011 
14K Gold Plate 6120-046 6120-044 
24K Gold Plate 6120-045 6120-043 


These keypads will work with any 6120, 6121 or 6123 
lock. Changing keypads will not affect codes stored in 
the lock or affect a time delay setting if one is present. 
Mounting bases are 4.03" (102.4mm) in diameter with 
vertical and horizontal mounting screw holes spaced 
.812" (20.6mm) from center. Center hole is 0.75" 
(19.1mm) in diameter. 


Mounting Screw Locations 
(for keypad mounting base) 
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COMPTRONIC*—6124 Series 


DEADLOCKING BOLT 


Configuration Reset Time 


Single User’ 
Single User’ 


Multiple User® 
Multiple User® 
Multiple User® 
Multiple User® 
Multiple User? 
Multiple User ® 


Dual Control? 
Dual Control ® 
Dual Control ® 
Dual Control 
Dual Control 
Dual Control * 


Delay 
Code Delay Override 
Yes No No 
Yes No No 
Yes 1-99 Min. No 
Yes 1-99 Min. Yes 
Yes 1-99 Min. Yes 
Yes 1-99 Min. No 
Yes 1-99 Min. Yes 
Yes 1-99 Min. Yes 
No 1-99 Min. No 
No 1-99 Min. Yes 
No 1-99 Min. Yes 
No 1-99 Min. No 
No 1-99 Min. Yes 
No 1-99 Min. Yes 


‘ Single User locks offer one user changeable code. 


Bolt Pos. Audit Duress 
Indicator Trail 


No 


Yes* 


Feature Product No. 


No 
No 
Yes® 
Yes® 
Yes® 
Yes® 
Yes ® 
Yes® 
Yes® 
Yes® 
Yes ® 
Yes® 
Yes® 
Yes® 


wy) 


Listed 
Type 1 
VdS Klasse 2 

Bulk Pack Ind. Pack 
Number 
6124-110 6124-111 
6124-210 6124-211 
6124-120 6124-124 
6124-121 6124-125 
6124-122 6124-126 
6124-220 6124-223 
6124-221 6124-224 
6124-222 6124-225 
6124-130 6124-133 
6124-131 6124-134 
6124-132 6124-135 
6124-230 6124-233 
6124-231 6124-234 
6124-232 6124-235 


® Multiple User locks offer (1) master, (1) supervisor, and (7) user codes. User codes can be turned on and off by use of the master or supervisor code. 


° Dual Control locks offer (1) master, (1) supervisor, and (7) user codes. Two separate codes are always necessary to open this lock 


* Requires the optional Audit Trail Download Cable Kit—Part no. 6101-201 


* Requires the optional Audit Trail Download Software (for Windows 95)—Part no. 6103-100 


® Requires the optional Duress Module —Part no. 6102-010 
® Duress can be obtained by using the Remote Enable/Disable Module—Part no. 6102-030 


Mounting screw sets must be ordered separately: 


Y% x 20 x .406 screws and 8-32 x .5" keypad screws 


Bulk Pack (for 25 locks) 


Part no. 6101-101 
M6-1 x 10mm screws and M4-.7 x 12mm keypad screws Part no. 6101-102 


Individual Pack (for 1 lock) 


Part no. 6101-103 
Part no. 6101-104 


Keypads must be ordered separately in bulk packs (25 units/carton). See keypad information on the next page. 


The 6124/6125 is a motorized, deadlocking, electronic safe lock that can be factory configured as a simple, single 
code lock or as a full featured security lock, complete with time delay, time delay override, duress, audit trail, remote 


enable/disable, multiple users, dual custody, and more. Every 6124 and 6125 comes standard with lockout feature (if 


four or more incorrect codes are entered in a row), low battery indication, and bolt extension indication. All models 
can incorporate keypad tamper indication provided they are used with tamper keypads (see next page). 
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COMPTRONIC*—6125 Series 


wy) 


Listed 


PUSH/PULL BOLT 
Type 1 


VdS Klasse 2 


The lock bolt has (2) 
M4-.7 tapped holes 
on 15mm centers for 
boltwork attachments 


Configuration Reset Time Delay’ Bolt Pos. Audit Duress Bulk Pack Ind. Pack 
Code Delay Override Indicator Trail Feature Product No. Number 


Single User’ Yes No No No No No 6125-110 
Single User’ Yes No No Yes No No 6125-210 
Multiple User® Yes 1-99 Min. No No No Yes® 6125-120 
Multiple User® Yes 1-99 Min. Yes No No Yes® 6125-121 
Multiple User® Yes 1-99 Min. Yes No Yes Yes® 6125-122 6125-123 
Multiple User® Yes 1-99 Min. No Yes No Yes® 6125-220 
Multiple User? Yes 1-99 Min. Yes Yes No Yes® 6125-221 
Multiple User? Yes 1-99 Min. Yes Yes Yes* Yes*® 6125-222 6125-223 
Dual Control ® No 1-99 Min. No No No Yes® 6125-130 
Dual Control® No 1-99 Min. Yes No No Yes® 6125-131 
Dual Control ® No 1-99 Min. Yes No Yes* Yes® 6125-132 
Dual Control ® No 1-99 Min. No Yes No Yes® 6125-230 
Dual Control ® No 1-99 Min. Yes Yes No Yes® 6125-231 
Dual Control ® No 1-99 Min. Yes Yes Yes* Yes® 6125-232 6125-233 


1234.5 Sae notes on page C-6. 


The 6125 offers the same features and capabilities as the 6124. In addition, it incorporates a motor- 
driven bolt that is designed to push or pull 2.24 Ibs. (10 newtons). Maximum force ca acity is 
5.6 Ibs. (25 newtons). This lock is ideal for safes that require boltwork attachment Pacey to 
the combination lock bolt.The mounting footprint is the same as S&G's 6120 electronic lock. 


Note: All locks are shipped in bulk packs (25 locks per carton).Mounting screw sets 
must be ordered separately. See ordering information on page preceding page. 


(Ga) Se) (od 


) 6124/6125 Keypads (with mounting base) 


[Frus |e) [Sw | | 
(+) (a) (4)] f Finish Standard Tamper Indication 
c “i (bulk pack) (bulk pack) 
Satin Chrome 61KP-101 61KP-201 


The tamper indication keypad must be used with any 6124 or 6125 lock when tamper indication is required. The 
tamper keypad must be used on any 6124/6125 lock required to comply with VdS Klasse 2 requirements. 
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COMPTRONIC*—Accessories 
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Extension Cables 


For applications where the standard cable length is 
just not enough. Cable, wire ties, and heat-shrink tub- 
ing to secure the connection are included. 


20cm (7.8") Extension Part no. 6120-050 
40cm (15.7") Extension Part no. 6120-051 
60cm (23.6") Extension Part no. 6120-057 


One Keypad—Two Lock Wire Kit (not shown) 


Control two Comptronic locks with a single keypad. The 
locks don’t even have to be the same model. Ideal for 
safes with outer and inner doors. Included microswitch 
can be used to switch the keypad to control the inner 
lock whenever the outer door is opened and automati- 
cally revert to outside door control when the outer 
door is closed. 


Two Lock Wire Kit Part no. 6120-064 


Spy-Proof Cover 


Add the extra security of a spy-proof cover to any 
6120 series keypad. The cover’s two halves simply 
clamp over the keypad, secured by two recessed 
machine screws. Installation typically takes less than 
two minutes, and everything you need is included in 
the package. Part no. 6130-100 


LCD Indicator 


This attractive display accurately counts up or 
counts down the delay time for a 6120, 6121, or 
6123 electronic lock. Then it displays the time 
remaining for the opening window. A useful addition 
for any of these locks. Part no. 6215-001 


The LCD Indicator requires a wiring kit for easy 
attachment to the lock. Includes cables and junction 
box. Order separately. Part no. 6120-060 
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COMPTRONIC*—6140 Series 


LOCK STRIKE 


| | alba FRAME # 1 


LOCK STRIKE 
: | INSWING DOOR ee #3 
=z 
:! — QUTSWING DOOR 
#2 
LOCK FRAME 
Wun) 
Snake 6140 Surface Mount Door Locks 
Base Lock Management Strike Standard Door Door Lock with Bolt 
Model Reset Code Lock Part No. Position Indicator 
6120 Field Settable* #1 and #3 (inswing) 6140-001 N/A 
6120 Field Settable* #2 (outswing) 6140-002 N/A 
6123 Field Settable* #1 and #8 (inswing) 6140-003 6140-005 
6123 Field Settable* #2 (outswing) 6140-004 6140-006 


*Note—Locks with field settable Management Reset Codes must have the MPC set before the lock’s 
master code is changed for the first time. Once the master code is changed, the MRC cannot be 
set. Once set, MRCs cannot be deleted or changed. 


Keypads must be ordered separately. Use any keypad that is compatible with the model 6120 or 6123 
electronic safe lock. 


The 6140 is a surfaced mount door deadbolt system that incorporates either a 6120 or 6123 electron- 
ic combination lock Access is by code from outside a secured area, and egress from inside is accom- 
plished via a manually operated knob. 


This automatic locking device can be used on both inswing and outswing doors. Appropriate strikes are 
provided for each type of application, depending on the model ordered. Not for outdoor use. 


This is the perfect single door access control for ATM rooms, cash handling areas, research laborato- 
ries, and similar areas that need an increased level of security and fast, one-hand access. 


Models equipped with a 61283 lock are available with an optional bolt position indicator switch (magnetical- 
ly operated dry contacts) that provides connections for both normally open and normally closed circuits. 
Maximum switch rating is 200 VDC at 0.5 amp. The bolt position indicator switch can be used to easily 
integrate the 6140 with existing alarm systems and with video recording equipment to provide for posi- 


tive identification audit trails. 
® 
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67 30 Series Locks without dials and rings 


BOLT THROW 
0.35" (8.9mm) 


Style Wheels UL Listed Individual Pack Bulk Pack 
Lock Lock 
Standard 3-Wheel Group 2 6730-010 6730-009 
Metric Bolt’ 3-Wheel Group 2 6730-053 6730-024 Bulk pack lock numbers must be 
One Switch? 3-Wheel Group 2 6738-003 6738-002 ordered in multiples of (25) locks. 
Two Switch®*? 3-Wheel Group 2 6738-005 6738-006 
Standard 4-Wheel Group 2 6731-004 6731-003 


‘ Metric bolt model contains a standard bolt drilled and tapped to a depth of 10mm to accept two 4mm -7 pitch machine screws. 


® Duress switches incorporate both normally open and normally closed contacts. A duress signal is generated by dialing 10 num- 
bers high for the first number of the combination—the lock will open on either the normal or duress combination. 


° Reporting switches incorporate both normally open and normally closed contacts. A reporting signal indicates that the safe lock’s 
combination is dialed in and the lever nose has dropped into the drive cam gate. 


Switches rated for 130VDC, SOMA maximum; minimum wire size 22AWG, 3OQOV. Connect only to low voltage, low energy circuits. 


To add a spindle tube to any of the locks on this page, order an optional U24 tube kit. 


The 6730 family of combination locks has been the standard of the safe lock industry for over 35 
years. Continuous testing and design improvements ensure that these locks continue to meet modern 
security needs. Features include: 

¥Y Group 2 Listing from Underwriters Laboratories 

Y 1,000,000 possible combinations in 3-wheel models 

Y 100,000,000 possible combinations in 4-wheel models 

Y Patented S&G Torque Adjuster keeps the lock secure from vibration attacks 

Y Internal Relock Trigger secures the lock in the event of a dial or spindle punching attack 


Y Brass Four-Way Drive Cam allows any of these locks to be mounted right-hand, left-hand, vertical-up, 
or vertical-down without the need for additional parts 


Y Brass and Aluminum Key Change Wheels incorporate dual-locking arms for security and durability 


Notes: 

Locks on this page are packaged with mounting screws and change key, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within the 
specified range of 12 to 20 inch-ounces. 

Use only with SSG dials and rings to maintain the UL listing and S&G’s warranty. See pages C-14 through C-17. 
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6741 Series Locks without dials and rings 


BOLT THROW 
0.35" (8.9mm) 


Style Wheels UL Listed Individual Pack Bulk Pack 
Lock Lock 
Standard 3-Wheel Group 2 6741-002 6741-023 
Metric Bolt’ 3-Wheel Group 2 6741-001 6741-020° 
. p= 3 
Bulk pack locks must be ordered One Switch , 3-Wheel Group 2 N/A : 6748-001 
in multiples of (25) locks. Two Switch © 3-Wheel Group 2 6748-010 N/A 


" Metric bolt model contains a standard bolt drilled and tapped to a depth of 10mm to accept two 4mm-7 pitch machine screws. 


* Duress switches incorporate both normally open and normally closed contacts. A duress signal is generated by dialing 10 num- 
bers high for the first number of the combination—the lock will open on either the normal or duress combination. Switch rating: 
130VDC, 50MA maximum; minimum wire size 22AWG, 3O0OV. For low voltage, low energy circuits only. 


Packaged with M6 (metric) mounting screws. 
“ Second switch monitors lever position (raised or dropped). 


The 6741 family of combination locks offers an inexpensive alternative to the top of the line 6730 
series.. lt is based on many design features found in the 6730, and it meets Underwriters Laboratories 
standards for Group 2 mechanical combination locks (U.L. Standard 768). Features include: 


Y Group 2 Listing from Underwriters Laboratories 

VdS Klasse 1 compliant 

1,000,000 possible combinations in 3-wheel models 

Internal Relock Trigger secures the lock in the event of a dial or spindle punching attack 


Brass Four-Way Drive Cam allows any of these locks to be mounted right-hand, left-hand, vertical-up, 
or vertical-down without the need for additional parts 


Y TR 620L Protective Coating seals the case and cover against moisture and retards corrosion 


\QSNNN 


Notes: 


Locks on this page are packaged with mounting screws and change key, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within the 
specified range of 9 to 20 inch-ounces. 

. Use only with S&G dials and rings to maintain the UL listing and S&G’s warranty. See pages C-14 through C-17. 
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6600 Series Locks without dials and rings 


BOLT THROW 
0.35" (8.9m™) 


Wheels UL VdS Lever Bolt Style Individual Pack Bulk Pack 
Listing Rating Lock Lock 
3-Wheel Group 2M N/A Brass Standard #069 6630-010 6630-009 
4-Wheel Group 2M N/A Brass Standard #069 6631-004 6631-003 
3-Wheel N/A Klasse 1 Cast Metric (tapped) #166 6641-002 6641-001 
3-Wheel N/A Klasse 2 Cast Metric (tapped) #166 N/A 6642-001 
4-Wheel N/A Klasse 3 Cast Metric (tapped) #166 N/A 6643-001 


To add a spindle tube to any 6630 series lock, order an optional U24 tube kit. 


The 6600 family of combination locks is based on the 6730, the standard of the safe lock industry 
for over 35 years. All models have false wheel gates. The 6630, 6631, and 66438 versions also incor- 
porate an eccentric roller in the lever nose to achieve the 2-hour manipulation resistance required by 
Underwriters Laboratories for Group 2M locks. Features include: 


Y Group 2M Listing from Underwriters Laboratories or VdS rating 

1,000,000 possible combinations in 3-wheel models 

100,000,000 possible combinations in 4-wheel models 

Patented Torque Adjuster in 6630 and 6631 models keeps the lock secure from vibration attacks 
Internal Relock Trigger secures the lock in the event of a dial or spindle punching attack 


Brass Four-Way Drive Cam allows any of these locks to be mounted right-hand, left-hand, vertical-up, 
or vertical-down without the need for additional parts 


LLL NN 


Y Compatible with all standard Group 2 style dials and rings to make retrofit on existing safes simple 
and cost effective 


Y Standard Mounting Footprint is the same as the 6730 and 6741 series and all SSG electronic safe 
locks for ease of retrofit 


Notes: 

Locks on this page are packaged with mounting screws and change key, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within the 
specified range of 12 to 20 inch-ounces for models 6630 and 6631. 

Use only with S&G dials and rings to maintain the UL listing and S&G’s warranty. See pages C-14 through C-17. 
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Premium Security Products 


Case Dimensions for: 6600, 6700 series 


312", 79mm 
BOLT THICKNESS 


1", 25.4mm 


2.397", 60.9mm 
1.624", 41.2mm 


ae 


| 


4-WHEEL LOCK 


BOLT THROW 
0.35" (8.9mm) 


3.343", 84.9mm ——>| '<—_—_—_>| }~<——_—_+| 
1.121", 28.5mm 1.334", 33.8mm 


decimal inch measurements are used as the basis for conversions to metric dimensions—millimeters are rounded 


Wing Covers for: 6600, 6700 series 
(not for 4-wheel locks) 


Right-Hand 
Part no. 6720-002-03400B 


Left-Hand 
Part no. 6720-002-03500B 


Wing covers are used by some safe manufacturers 
as a means to hold their relock devices in check. 


Bolts for Combination Locks 


These bolts can be used with any SSG Model Extended’ Retracted' Part No. 

mechanical combination lock except for Extra Long 2.461" (62.5mm) 2.109" (53.6mm) 6730-003-140 

vault locks. Long 0.961" (24.4mm) 0.609" (15.5mm) 6730-003-074 
Standard 0.461" (11.7mm) 0.109" (2.8mm) = 6730-003-069 
Metric Tap? 0.461" (11.7mm) 0.109" (2.8mm)  6730-003-166 
Short 3 0.352" (8.9mm) 0.000" (0.00mm) 6730-003-167 


‘ Extended and retracted bolt length are measured from the end 
of the lock case to the end of the bolt. 


® The metric tap bolt has the same dimensions and throw as the 
standard bolt. Its end is drilled and tapped to a depth of 10mm 
for two 4mm - 7 pitch machine screws. 


8 The end of the short bolt is drilled and tapped to a depth of %" 
(9.53mm) for two 10-32 machine screws. Use the bolt without 
Drawings are not to scale— screws if no attachment is needed. Retracts flush with case. 


® 
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Premium Security Products 


Group 2 Dial and Rings 


Style Finish Spindle = Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 

Front Reading B&W 50 DOQO03-003 DOO3-002* ROO4-002 ROO4-001 * 
Front Reading B&W 50 DO1 7-007 DO17-Q06* RO34-002 RO34-001 * 
Front Reading B&W 41 D300-016 D300-015* R211-002 R211-001 * 

alternate ring Re12-001 Re12-00e2* 
Front Reading B&W 50 D300-018 D300-01 7 * R211-002 R211-001* 

alternate ring Re12-001 Re12-00e2* 
Front Reading Satin Chrome 41 D300-021 D300-020* R211-004 R21 1-003* 
Front Reading Satin Chrome 50 D3800-023 D300-022* R211-004 R211-003* 
Front Reading Satin Nickel 50 D300-026 D300-025* R211-006 R211-005* 
Front Reading Satin Brass 50 D300-078 not available R211-010 R21 1-009* 
Front Read-KL B&W 41 D6390-007 D690-006 * R211-002 R211-001* 

alternate ring Re12-001 Re12-00e* 
Front Read-KL B&W 50 D690-009 D690-008* R211-002 R211-001 * 

alternate ring Re12-001 Re12-00e* 
Front Read-KL Satin Chrome 41 D6390-012 D690-01 1 * R211-004 R211-003* 
Front Read-KL Satin Chrome 50 D690-014 D690-013* R211-004 R211-003* 
Front Read-KL = Satin Nickel 50 D690-045 D690-044* R211-006 R211-005* 
Front Read-KL Satin Brass 50 D690-016 D690-015* R211-010 R211-009* 


Note—Dials and rings must be ordered separately. 


“KL” indicates a key locking dial. 
*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 


Dials on this page are equipped with single spline %," - 40 spindles. 


A spindle is pressed into a dial with its spline keyway aligned to either 41 or 50 on the dial, as indicated in the table. The #41 splin- 
ing location is required to ensure full lock bolt extension when key-locking dials are locked down with zero under the opening index. 


Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5 mm). Thicker doors require a special order dial. See 
page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 
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DO17 with RO34 


3.294" (83.7mm]) 
ring diameter 
B&W finish 


D300 with R211 D690 with R211 


DOO3 with ROO4 
3.750" (95.3mm]) 
ring diameter 
B&W finish 


3.750" (95.38mm) 
ring diameter 
B&W finish 
Five disc tumbler lock 
with Y13 keyway 


Sargent & Greenleaf, Inc. 
: [ ae 


Over A Century of Security 


3.750" (95.38mm) 
ring diameter 
Satin Brass finish 
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Premium Security Products 


Group 2 Dials and Rings 


Style Finish Spindle — Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 
Spy Proof B&W 50 DO22-028 DO22-030* R162-002 R162-001 * 
Spy Proof Satin Chrome 50 DO22-009 DO22-008* R162-004 R162-003* 
Spy Proof Satin Nickel 50 DO22-013 DO22-012* R162-006 R162-005* 
Spy Proof B&W 50 DO52-004 not available R132-019 R132-001* 
Spy Proof Satin Chrome 50 DO52-005 not available R132-020 R132-011* 
Spy Proof Satin Nickel 50 DO52-003 not available R132-021 R132-017* 
Spy Proof-KL B&W 41 D112-002 D112-001* R162-002 R162-001 * 
Spy Proof-KL B&W 50 D112-004 D112-003* R162-002 R162-001 * 
Spy Proof-KL = Satin Chrome 41 D112-007 D1 12-006* R162-004 R162-003* 
Spy Proof-KL Satin Chrome 50 D112-009 D112-008* R162-004 R162-003* 
Spy Proof-KL Satin Nickel 41 D112-021 not available R162-006 R162-005* 
Spy Proof-KL Satin Nickel 50 D112-011 D112-010* R162-006 R162-005* 


Note—Dials and rings must be ordered separately. 

“KL” indicates a key locking dial. 

*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 
Dials on this page are equipped with single spline °/.” - 40 spindles. 


A spindle is pressed into a dial with its spline keyway aligned to either 41 or 50 on the dial, as indicated in the table. The #41 splin- 
ing location is required to ensure full lock bolt extension when key-locking dials are locked down with zero under the opening index. 


Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5 mm). Thicker doors require a special order dial. See 
page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. Dial ring bearings are not 
used with D112 series dials. 


D690 with R212 


DO2e2 with R162 D112 with R162 


4.028" (102.38mm) 


cover diameter 3.753" (95.3mm) 


3.753" (95.38mm) 


B&W finish 
Converts a front read- 
ing dial into Spy-Proof 
style. The dust cover 
and ring are a matched 
set. Dust cover cannot 


ring diameter 
B&W finish 


DO5e2 with R132 


3.375" (85.7mm) 


ring diameter 
B&W finish 
Four pin tumbler key 
lock: Function 3 only— 
non key retaining 
Uses National key blank 
D4291 


ring diameter 

B&W finish 
Five lever key lock. Function 
#3 only—non key retaining 


be removed from ring 


without cover damage. This is the only Group 2 


type dial with a pressed 


and pinned spindle. 
® 
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Premium Security Products 


Group 2 Dials and Rings 


Style Finish Spindle = Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 
Spy Proof B&W 50 D220-014 D220-013* R167-002 R167-001 * 
Spy Proof Satin Chrome 50 D220-017 D220-016* R167-014 R167-013* 
Spy Proof Satin Nickel 50 D220-024 D220-023* R167-016 R167-015* 
Spy Proof Buffed Chrome 50 D220-011 D220-010* R167-006 R167-005* 
Spy Proof Satin Brass 50 D220-053 D220-052* R167-012 R167-011* 
Spy Proof—KL B&W 41 D225-008 D225-007* R167-002 R167-001 * 
Spy Proof—KL B&W 50 D225-024 D225-023* R167-002 R167-001 * 
Spy Proof-KL = Satin Chrome 41 D225-014 D225-013* R167-014 R167-013* 
Spy Proof-KL = Satin Chrome 50 D225-016 D225-015* R167-014 R167-013* 
Spy Proof—KL Satin Nickel 50 D225-021 D225-020* R167-016 R167-015* 
Spy Proof—KL Satin Brass 41 D225-012 D225-011* R167-012 R167-011* 
Spy Proof-KL Satin Brass 50 D225-036 D225-035* R167-012 R167-011* 


Note—Dials and rings must be ordered separately. Complete lock, dial, and ring sets are listed on page C-23. 

“KL” indicates a key locking dial. 

*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 
Dials on this page are equipped with single spline %%,” - 40 spindles. 


A spindle is pressed into a dial with its spline keyway aligned to either 41 or 50 on the dial, as indicated in the table. The #41 splin- 
ing location is required to ensure full lock bolt extension when key locking dials are locked down with zero under the opening index. 


Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5 mm). Thicker doors require a special order dial. See 
page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 


Mounting Screw Locations 
(for all round dial rings) 


D220 with R167 D225 with R167 


3.743" (95.1mm) 
ring diameter 
Satin Chrome finish 


3.748" (95.1mm) 
ring diameter 
Satin Chrome finish 
Five disc tumbler 
lock with Y13 keyway 


Screw holes are designed 
for 8-32 machine screws. 
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Premium Security Products 


Longer Dial Spindles for Safe Locks 


Style Finish Spindle Individual Pack Bulk Pack Individual Pack Bulk Pack For Lock 
Splining Dial Dial Dial Ring Dial Ring Series 
Front Reading B&W 50 DO03-010 DO03-009~* ROO4-002 ROO4-001* Group 2 
Front Reading BEW 50 not available DO17-008* RO34-002 RO34-001* Group 2 
Front Reading BEW 50 not available D300-019* R211-002 R211-001* Group 2 
alternate ring R212-001 R212-002* 
Front Reading Satin Nickel 50 D300-044 D300-043* R211-006 R211-005* Group 2 
Front Reading BSW 50 not available D6390-010* R211-002 R211-001* Group 2 
alternate ring R212-001 R212-002* 
Front Read-KL Satin Chrome 50 D690-033 D690-032* R211-004 R211-003* Group 2 
Front Read-KL Satin Nickel 50 D690-039 D690-038* R211-006 R211-005* Group 2 
Spy Proof B&W 50 DO22-017 DO22-016* R162-002 R162-001* Group 2 
Spy Proof Satin Chrome 50 DO22-021 DO22-020* R162-004 R162-003* Group 2 
Spy Proof Satin Nickel 50 DO22-025 DO22-024* R162-006 R162-005* Group 2 
Spy Proof BSW 41 not available D112-005* R162-002 R162-001* Group 2 
Spy Proof-KL Satin Chrome 50 D112-014 D112-013* R162-004 R162-003* Group 2 
Spy Proof-KL Satin Nickel 50 D112-016 D112-015* R162-006 R162-005* Group 2 
Spy Proof-KL Satin Chrome 41 not available D112-022* R162-004 R162-003* Group 2 
Spy Proof B&W 50 D220-057 D220-056* R167-002 R167-001* Group 2 
Spy Proof Satin Chrome 50 D220-062 D220-061* R167-014 R167-013* Group 2 
Spy Proof Satin Nickel 50 D220-067 D220-066* R167-016 R167-015* Group 2 
Spy Proof Satin Brass 50 D220-073 D220-072* R167-012 R167-011* Group 2 
Spy Proof-KL B&W 50 D225-042 D225-041* R167-002 R167-001* Group 2 
Spy Proof-KL Satin Chrome 50 D225-048 D225-047* R167-014 R167-013* Group 2 
Spy Proof-KL Satin Nickel 50 D225-054 D225-053* R167-016 R167-015* Group 2 
Spy Proof-KL Satin Brass 50 D225-060 D225-059* R167-012 R167-011* Group 2 
Front Reading B&W Centi-Spline DO37-006 DO37-005~* ROO4-002 ROO4-001* 8400 
Spy Proof B&W Centi-Spline DO41-006 DO41-005* R162-002 R162-001* 8400 
Spy Proof Satin Chrome Centi-Spline DO41-008 DO41-007* R162-004 R162-003* 8400 
Front Reading B&W 19 D560-006 D560-005* Re211-002 R211-001* 8500 
alternate ring R212-001 R212-002* 
Front Reading Satin Chrome 19 D560-010 D560-009* R211-004 R211-003* 8500 
Spy Proof B&W (3) DO054-028 DO54-027* R162-002 R162-001* 8500 


Euro Standard dials use a spindle which will accommodate a door thickness up to 4.5 inches (114.3 mm). In all 


other respects they are identical to the dials listed in tables on pages C-14 through C-16. 


“KL” indicates a key locking dial. 
Note—Dials and rings must be ordered separately. 


*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 


Spindles are pressed into Group 2 dials with spline keyways aligned to either 41 or 50 on the dial, as indicated in the table. The 
#41 location is required to ensure full lock bolt extension when key locking dials are locked down with zero under the opening index. 


Dial spindles will accommodate a maximum door thickness of 4.5 inches (114.3 mm). Thicker doors require a special order dial. 
See page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 
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Premium Security Products 


8400 Series Locks without dials and rings 


.312", 7.9mm 
BOLT THICKNESS 


1.407", 35.7mm | BOLT THROW 
0.35" (8.9mm) 


Individual Pack Bulk Pack 
UL Listed Tube Lock Lock | 2 


Group 1 No 8410-009 8410-002 * — 
Group 1 Yes 8415-002 8415-003 * 5 a 
Group 1R No 8430-002 8430-006* “%* 
Group 1R Yes 8435-004 8435-005* 3 a 

a 5 


* Numbers followed by an asterisk (*) must be ordered in multiples of 
(25) locks. For other quantities, order individual packs. ms 


The 8415-002 and 8435-004 are equipped with spindle tubes which 
will accommodate a maximum door thickness of 3.4 inches (86.5mm). <= 3.343", 84.9mm >] 
Locks fitted with tubes for thicker doors require a special order. 

The 8400 family of combination locks has been protecting valuables and government secrets since 


its invention in 1965. This series of locks has been tested for resistance to expert manipulation by 
Underwriters Laboratories for 20 man hours. Features include: 


Y Group 1 and 1R Listing from UL 

Y Double slider drive cam deters unauthorized opening techniques 

Y 1,000,000 possible combinations 

Y Patented S&G Torque Adjuster keeps the lock secure from vibration attacks 

¥Y Internal Relock Trigger secures the lock in the event of a dial or spindle punching attack 


Commonly needed 8400 series parts 


Slider drive cam—This repair part should be replaced as a unit. It is not a field 
serviceable component. Part no. U22 


Inner spindle—The inner spindle should be replaced whenever there is evidence 
of twisting or abuse. The spindle is long enough to accommodate a maximum 
safe door thickness of 3.4 inches (86mm). Part no. U14 


Notes: 
Locks on this page are packaged with mounting screws and change key, 


less dial and ring. 
Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within 


the specified range of 18 to 22 inch-ounces. 
Use only with S&G dials and rings (page C-19) to maintain the UL listing and S&G’s warranty. 
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Premium Security Products 


Group 1/1R Dials and Rings 


For 8400 Series Locks 


Style Finish Spindle —_ Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 

Front Reading B&W 39 (Centi-Spline) DO37-002 DO37-001 * ROO4-002 ROO4-001 * 

Spy Proof B&W 39 (Centi-Spline) DO41-010 DO41-011 * R162-002 R162-001 * 


Note—Dials and rings must be ordered separately. Complete lock, dial, and ring sets are listed on page C-24. 
*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 
Dials on this page are equipped with single spline %” - 30 spindles. 


Centi-Spline® dials can be field adjusted to accommodate any mounting position. They are shipped from the factory set for a right- 
hand lock mount, with the spindles splined to #39 on the dial. 


Each Centi-Spline dial is shipped with inner spindle, spline key, tools and instructions for changing the spindle spline location to 
match locks mounted RH, LH, VU, and VD. Spline to 39 for RH, 89 for LH, 64 for VU, 14 for VD. 


Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5 mm). Thicker doors require a special order dial. See 
page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 


Mounting Screw Locations “5 
(for R132 series key locking dial rings) ‘ Su aL 
oe 4g 


DO37 with ROO4 D041 with R162 
3.750" (95.3mm) 3.753" (95.3mm) 
ring diameter ring diameter 
B&W finish B&W finish 
Screw holes are designed 
for 8-82 machine screws. 
_io Sargent & Greenleaf, Inc. Copyright 1999, Sargent & Greenleaf, Inc. 
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Premium Security Products 


$8500 Series Locks without dials and rings 


Si 2081" 
H ; 7.1mm 
1 
1 
1 
1 
1 
i 


-312", 7.9mm 
BOLT THICKNESS 


1.211", 28.5mm BOLT THROW 
0.35" (8.9mm) 
Individual Pack Bulk Pack 
UL Listed Lock Lock 
Group 1 8550-003 8550-007 * 
Group 1R 8560-004 8560-003 * 


*Numbers with an asterisk (*) must be ordered in multiples of (25) 
locks. For other quantities, order individual packs. 


To add a spindle tube to any of the locks on this page, order an 
optional U24 tube kit. 


Group 1 locks use all metal wheels, while Group 1R locks use wheels 

|/+~<—___— 3.343", 84.9mm >] 
with brass centers and acetal resin outer sections (wheel cases). 
The 8500 family of combination locks combines manipulation resistance with one-hand operation to 


provide outstanding security and user friendliness. This series of locks has been tested for resistance 
to expert manipulation by Underwriters Laboratories for 20 man hours. Features include: 


Y Group 1 and 1R Listing from UL 

Two-way Drive Cam connects to a two-way spindle for mounting RH, LH, VU, or VD 

1,000,000 possible combinations 

Patented S&G Torque Adjuster keeps the lock secure from vibration attacks 

Internal Relock Trigger secures the lock in the event of a dial or spindle punching attack 

Stainless Steel Accelerator Spring and Drive Cam Roller for long life and dependable operation 
Easy Operation—8500 series locks use a standard left-right-left dialing sequence, followed by rotation 
of the dial right directly to zero, where the dial is pushed inward, released, then turned farther right 
until it stops 


Y Standard Mounting Dimensions and Standard Case Size make the 8500 series a logical choice 
when upgrading most safes from Group 2 to Group 1 combination locks. 


|~—— 2.397", 60.9mm 


LQLNNLNN 


Notes: 

Locks on this page are packaged with mounting screws and change key, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within 
the specified range of 18 to 22 inch-ounces. 

Use only with S&G dials and rings (pages C-21 and C-22) to maintain the UL listing and SGG’s warranty. 


® 
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Premium Security Products 


Group 1/1R Dials and Rings 


For 8500 Series Locks 


Style Finish Spindle —_ Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 

Front Reading B&W 19 D560-002 D560-001 * R211-002 R21 1-001 * 

alternate ring Re12-001 Re12-00e2* 
Front Reading Satin Chrome 19 D560-008 D560-007 * R211-004 R211-003* 
Front Reading Satin Nickel 19 D560-01 1 not available R21 1-006 R211-005* 
Front Reading B&W 19 D561-002 D561-001 * R211-002 R211-001 * 

alternate ring Re12-001 Re12-00e2* 
Front Reading Satin Chrome 19 D561-004 D561-003* R211-004 R211-003* 
Front Reading — Satin Nickel 19 D561-008 D561-007 * R211-006 R211-005* 
Front Reading Buffed Chrome 19 D561-006 D561-005* R211-008 R21 1-007 * 
Spy Proof B&W 19 DO54-004 DO54-003* R162-002 R162-001 * 
Spy Proof B&W 19 D540-004 D540-003* R167-002 R167-001 * 
Spy Proof Satin Chrome 19 D540-006 D540-005* R167-014 R167-013* 
Spy Proof Satin Nickel 19 D540-008 D540-007 * R167-016 R167-015* 
Spy Proof Buffed Chrome 19 D540-010 D540-009* R167-006 R167-005* 
Spy Proof B&W 19 D541-002 D541-001 * R167-002 R167-001 * 
Spy Proof Satin Chrome 19 D541-008 D54 1-007 * R167-014 R167-013* 
Spy Proof Satin Nickel 19 D541-010 D541-009* R167-016 R167-015* 
Spy Proof Buffed Chrome 19 D541-014 D541-013* R167-006 R167-005* 
Spy Proof-KL B&W 19 D550-008 D550-007 * R167-002 R167-001 * 
Spy Proof-KL Satin Chrome 19 D550-010 D550-009* R167-014 R167-013* 
Spy Proof-KL Satin Nickel 19 D550-003 D550-003* R167-016 R167-015* 
Spy Proof-KL Buffed Chrome 19 D550-012 D550-01 1 * R167-006 R167-005* 


Note—Dials and rings must be ordered separately. Complete lock, dial, and ring sets are listed on page C-23. 


“KL” indicates a key locking dial. 


* Numbers followed by an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, 


order individual packs. 


Dials on this page are equipped with double spline 7%,” - 40 spindles. 


A spindle is threaded and splined into a dial with its spline keyway aligned 19 on the dial, as indicated in the table. The #19 splining 
location is for right-hand constructed locks, which can be mounted RH, LH, VU, or VD. Dials and spindles for true left-hand con- 


structed locks are no longer available. 


Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5 mm). Thicker doors require a special order dial. See 
page C-22 for ordering information. 


Dials are shipped with spline key, dial spring, and dial spring washers. 
Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 
® 
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Premium Security Products 


Group 1/1R Dials and Rings 


For 8500 Series Locks 
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D560 or D561 with R211 D560 or D561 with R212 DO54 with R162 
3.750" (95.3mm) ring diameter 4.028" (102.3mm) cover diameter 3.753" (95.3mm) 
B&W finish B&W finish ring diameter 
D560 is convertible to key B&W finish 
locking, but the D561 is not 3 


D540 or D541 with R167 
3.743" (95.1mm) ring diameter 
Satin Chrome finish 
D540 is convertible to key 
locking, but the D541 is not 


D550 with R167 
3.743" (95.1mm) 
ring diameter 
Satin Chrome finish 


Spindle Length Notes for All Types of Dials 

Vault lock dials in this catalog will accommodate a maximum door thickness of 
6.5 inches (165.1 mm). = 
North American Standard dials in this catalog use spindles which can be used for a 


maximum door thickness of 3.406 inches (86.5 mm). 


i<— DT 
1 
| 
Euro Standard dials will accommodate a maximum door thickness of 4.5 inches ' 
i] 
1 
1 
i] 
1 


"Door Thickness 


(114.3mm). 
To special order a dial for a thicker door, provide the following information to your 


distributor: 


. Dial series number (example: D540 series) 
Finish (B&W, Satin Chrome, Satin Nickel, Buffed Chrome, Satin Brass) 


. Lock model with which dial will be used 
. Spindle splining location if other than: 50 for 6700 series locks; 19 for 8500 
series locks; 60 for vault locks 
5. If dial is key locking, specify key-retaining or non key-retaining. You may also 
specify keyed alike or keyed different when ordering more than one key locking 
dial at a time. 
6. Give the door thickness measurement (distance from the dial ring mounting 


surface to the lock mounting surface). 
7. Specify whether or not a ring is to be included with the dial. 


| “il 
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Locks with Dials and Rings 


Group 2 Dial Style Individual Pack 
Lock Type Lock/Dial/Ring Set 
6730 Group 2 DOO3 Front Reading, Small Knob, B&W 6730-101 
6730 Group 2 D300 Front Reading, Large Knob, B&W 6730-100 
6730 Group 2 D630 Front Reading, Key Locking, Large Knob, BSW 6730-103 
6730 Group 2 D220 Spy Proof, Large Knob, B&W 6730-102 
6730 Group 2 D225 Spy Proof, Key Locking, Large Knob, B&W 6730-112 


Each lock, dial, and ring is packaged in an individual box, complete with change key, instructions, and all 
hardware necessary for a standard mounting. Dial and ring specifications are on pages C-14 through 
C-17, and lock specifications are on pages C-10 and C-12. 


Any lock in the preceding table can be converted to a tube model for use in insulated safes and con- 
tainers. Order optional U24 tube kit. 


SARGEANT & 


GHE™:" SCA him 


ne & 
i 


Group 1-1R Dial Style Individual Pack 
Lock Type Lock/Dial/Ring Set 

8550 Group 1 D054 Spy Proof, Small Knob, B&W (without S&G logo) 8550-100 

8560 Group 1R D054 Spy Proof, Small Knob, B&W (without S&G logo) 8560-100 


Each lock, dial, and ring is packaged in an individual box, complete with change key, instructions, and all 
hardware necessary for a standard mounting.Group 1 locks are manufactured with metal wheels. Group 
1R locks use acetal resin wheel cases.Dial and ring specifications are on pages C-21 and C-22, and lock 
specifications are on pages C-20. 


Any lock in the preceding table can be converted to a tube model for use in insulated safes and con- 
tainers. Order optional U24 tube kit. 


® 
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Locks with Dials and Rings 


Group 1 or 1R Dial Style Attached Lock/Dial/Ring Set 
Lock Type Tube 
8410 Group 1 DO37 Front Reading, Centi-Spline, B&W No 8410-101 
8415 Group 1 DO37 Front Reading, Centi-Spline, BBW Yes 8415-101 
8410 Group 1 DO41 Spy Proof, Centi-Spline, B&W No 8410-100 
8415 Group 1 DO41 Spy Proof, Genti-Spline, B&W Yes 8415-100 
8430 Group 1R DO37 Front Reading, Centi-Spline, B&W No 8430-100 
8435 Group 1R DO37 Front Reading, Centi-Spline, BBW Yes 8435-100 
8430 Group 1R DO41 Spy Proof, Centi-Spline, B&W No 8430-101 
8435 Group 1R DO41 Spy Proof, Centi-Spline, B&W Yes 8435-101 


Each lock, dial, and ring is packaged in an individual box, complete with change key, instructions, and all 
hardware necessary for a standard mounting. Dial and ring specifications are on page C-19, and lock 
specifications are on page C-18. 


Group 1 locks are manufactured with metal wheels. Group 1R locks use acetal resin wheel cases. 
Centi-Spline® dials are field adjustable to accommodate any lock mounting position. 


8400 series locks must be ordered in tube or non-tube versions, depending on the application. The 
optional U24 tube kit CANNOT be used with any 8400 series lock. 
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Dial and Ring Accessories 


Inserts for Large Knob, Convertible Dials 
Self-stick, metallic escutcheon to cover the front of large knob, convertible 
style dials. White letters on a black background display the distinctive Sargent 
& Greenleaf logo. 
For convertible dial without key cylinder—Part no. 7600-004 
For convertible dial with key cylinder—Part no. 7600-003 


Key Cylinders for Dials 
Disc tumbler cylinder to rekey or repair key locking, convertible style dials, or 
to convert non-key locking, convertible dials to a key locking function. 
Incorporates a standard Y13 keyway and five brass discs. When the cylinder 
is pushed into the dial, a spring-loaded brass retainer snaps into position to 
hold the cylinder in place. Order escutcheon (7600-003) separately. Keyed dif- 
ferent only. Comes with two keys per cylinder. 

Part no. 7600-005 


Pin tumbler cylinder to rekey or repair D112 series key locking dials. 
Incorporates a National D4291 keyway and four pairs of pin tumblers. Two set 
/ screws (both in the same hole) secure the cylinder from the underside of the 

* dial. Comes with two keys per cylinder. 

Part no. 7112-001 


Dust Covers 
Clear plastic dust cover fits on Spy-Proof® dial rings. Recommended to deter 
certain types of surreptitious entry techniques. Required on all GSA security 
containers equipped with mechanical locks. 
Fits on any R167 series dial ring (for large knob dial)—Part no. 7600-001 
Fits on any R162 series dial ring (for small knob dial)—Part no. 6700-001 


6700-001 


7600-001 


Spindle Extension Kits 

When a standard spindle isn’t long enough, a spindle extension may be the 
answer. Make sure the safe door's spindle hole is large enough to accommo- 
date the connecting collar. Each kit includes spindle extension, collar, and two 
special spline keys to connect extension to dial spindle. 
Not available for 8400 series locks. 

%e- 40 X 6" (152.4 mm) Kit (.450" diam. collar)—Part no. 7312-001 


at 6 | %- 30 X 7" (177.8 mm) Kit (.510" diam. collar)—Part no. 7312-002 
Spline Keys 
A spline key should be discarded and replaced with a new one any time it is 
f removed from a lock. Only original S&G brass spline keys should be used in 
U17 


For 8400 series locks—Part no. U18 


Sargent & Greenleaf locks. 
For 6700 series and 8500 series locks—Part no. U17 
For all vault locks—Part no. U19 


Dial Ring Bearing 
The Delrin bearing inserts into the back of all S&G dial rings (except when 
used with D112 series dials) to provide a bearing surface for the dial. 

For all S&G dial rings—Part no. 7600-002 


® 
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ED RETAINER 
QO) 
- TOP FLY 

STF 


8400 
STYLE 
TOP FLY 


© 
&) 


SPACING OR 


ISOLATION 
WASHER 
copper colored 


012" thick 


SPACING OR 
ISOLATION 


SSO 
€» WASHER 
copper colored 


012" thick 


SPACING OR 
ISOLATION 
WASHER 
brass colored 
.018" thick 


METAL WHEEL 
PACK FOR 6700 
AND 8500 
SERIES LOCKS 


METAL WHEEL 
PACK FOR 8400 
SERIES LOCKS 


Wheel Material Use with Lock Series 


U24 Tube Kit 


A tube must be used with any lock 
mounted on an insulated safe that does 
not provide a barrier between the lock’s 
spindle hole and the safe insulation. The 
tube prevents insulation from infiltrating 
the lock through the spindle hole. 


The U24 kit is used to add a spindle 
tube to any current production 6630, 


“ 6730, or 8500 series lock. The kit will 
accommodate a maximum door thick- 
ness of 3.4 inches (86.5mm). Tubes 
for thicker doors by special order. 

Part no. U24 


3.846", 97.7mm 


5.822", 147.9mm———>| 


plate is .192” (4.9mm] thick 


Armor Glass Relock Plate 


The tempered glass plate is mounted between 
the lock and the safe door. Wires to passive 
relock devices are connected to the small 
holes at the corners of the plate. If the glass 
is broken in a burglary attack, the relock 
devices will engage. Grommets and aluminum 
spacers (included) protect the glass from 
mounting screws, and an elongated spindle 
hole compensates for mounting variations. 
Part no. 6217-001 


Wheel Pack No. 


Comments 


Brass & Aluminum 6780 and 8500 Series 9060-001 Standard metal wheel pack (3 wheels) 

Brass & Aluminum 8400 Series 9060-003 Use only with 8400 series Group 1 locks 
Acetal Resin 8500 9057-002 Use only with 8500 Group 1R locks 
Acetal Resin 8400 9057-001 Use only with 8400 Group 1R locks 


Note: Wheel packs used in 8400 series locks contain a special, pointed top fly. This component is critical to the 


proper operation of the lock. 


| oe 
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Vau It Locks without dials and rings 


Drive Bolt UL Listing Handing Individual Pack 
ees Vault Lock 
Square Bolt Indirect Square Group 1 Right-hand only 6435-003 
Indirect Square Group 1 Left-hand only 6435-004 
Indirect Upper Ext.’ Group 1 Right-hand only 6435-009 
Indirect Upper Ext." Group 1 Left-hand only 6435-010 
Indirect Center Ext. Group 1 Right-hand only 6435-005 
Indirect Center Ext. Group 1 Left-hand only 6435-006 
Indirect Roller Group 1 Right-hand only 6435-007 
Upper Indirect Roller Group 1 Left-hand only 6435-008 
Extension 
Direct Square G2M R.C. Right-hand only 6430-002 
Direct Square G2M R.C. Left-hand only 6430-003 
Direct Center Ext. G2MR.C. Right-hand only 6430-004 
Direct Center Ext. G2MR.C. Left-hand only 6430-005 
ee Indirect Square Group 2 Left or Right® 6535-010 
renee Indirect Upper Ext.*. Group 2 Left or Right® 6535-005 
Indirect Center Ext. Group 2 Left or Right® 6535-007 
Indirect Roller Group 2 Left or Right® 6535-002 
Direct Square Ge R.C. Left or Right® 6530-003 
Direct Upper Ext... G2 RC. Left or Right? 6530-004 
Direct Center Ext. G2 RC. Left or Right® 6530-001 
Center Direct Roller Ge R.C. Left or Right® 6530-002 
Extension 


‘ Upper extensions are converted to lower extension bolts by reversing them in the lock case. 


® Group 2 style vault locks are shipped from the factory assembled for right-hand mount. To convert to left-hand 
mount, reverse drive cam, throw-out block, and lever. Do not mount vault locks vertical-up or vertical-down. 


S&G locks have provided unsurpassed vault door protection for over a century. The 
modern 6400 and 6500 series continue this tradition with features that include: 


paler Sor Y Group 2 Recognized Component (R.C.), Group 2, Group 2M Recognized 


Component (R.C.), and Group 1 Listings from Underwriters Laboratories 
Y Field changeable handing of Group 2 style models for ease of conversion on site 


Notes: 

Locks on this page are packaged with mounting bolts, change key, and spline keys, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within 
the specified range of 8 to 16 inch-ounces. 


“ Use only with SSG dials and rings (page C-29) to maintain the UL listing and S&G’s warranty. 
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Vault Locks 


3.475", 88.3mm 


1 
H 
i 1 2.350", 59.7mm 
I 


3.25", 82.6mm 
2.296", 58.3mm 


|~<—__— 4.50", 114.3mm ee 


Replacement Vault Lock Bridge Assembly 
Includes all wheel pack components. For use with all 
S&G 6400 and 6500 vault locks. 

Part no. 9068-004 


Outside Drive 
(top) 


Outside Drive 
(bottom) 


All S&G vault locks can be 
ordered with either direct 
drive or indirect drive (see 
table on page C-27]. An 
indirect drive can be 
installed in a top, bottom, 
or end configuration. The 
purpose of the indirect 
drive (sometimes referred 
to as an outside drive) is 
to prevent a successful 
spindle punching attack 
against the lock. 

Vault locks ordered as 


indirect drive models can 
be easily converted to 
direct drive models with- Outside Drive 
out any additional parts. (end) 
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1.492", 37.9mm 


BOLT THROW 
.75" (19.1mm) 


}<——— 2.13", 54.1mm ——>| 


QD RETAINER 


TOP FLY 


SPACING OR 
ISOLATION 
WASHER 


SPACING OR 
ISOLATION 
WASHER 


@ #2 WHEEL “eS 


SPACING OR 
ISOLATION 
WASHER 


SPACING OR -Q = 
ISOLATION om 
WASHER IS 
CD) SPACING WASHER 
a : 
TENSION = 
WASHER <> 


BRIDGE 
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Vault Lock Dials and Rings 


® 


Style Finish Spindle — Individual Pack Bulk Pack Individual Pack Bulk Pack 
Splining Dial Dial Dial Ring Dial Ring 

Front Reading BEW 60 D200-001 D200-002* R211-002 R211-001 * 

alternate ring Re12-001 Re12-00e2* 
Front Reading Satin Chrome 60 D200-006 D200-005* R211-004 R211-003* 
Front Reading Satin Nickel 60 D200-010 D200-009* R211-006 R211-005* 
Front Read-KL BEW 60 D210-001 D210-002* R211-002 R211-001 * 

alternate ring Re12-001 Re12-00e* 
Front Read—KL Satin Chrome 60 D210-006 D210-005* R211-004 R211-003* 
Front Read—KL = Satin Nickel 60 D210-012 D210-01 1 * R211-006 R211-005* 
Spy Proof BSW 60 DO023-001 DO023-004* R162-002 R162-001 * 
Spy Proof Satin Chrome 60 DO23-008 DO23-007 * R162-004 R162-003* 
Spy Proof Satin Nickel 60 DO23-012 DO23-01 1 * R162-008 R162-007* 
Spy Proof BEW 60 D230-01 1 D230-009* R167-002 R167-001 * 
Spy Proof Satin Chrome 60 D230-013 D230-012* R167-014 R167-013* 
Spy Proof Satin Nickel 60 D230-017 D230-016* R167-016 R167-015* 
Spy Proof-KL BEW 60 D240-003 D240-002* R167-002 R167-001 * 
Spy Proof-KL Satin Chrome 60 D240-007 D240-006* R167-014 R167-013* 
Spy Proof-KL Satin Nickel 60 D240-01 1 D240-010* R167-016 R167-015* 


Note—Dials and rings must be ordered separately. 

KL indicates a key locking dial. 

*Numbers with an asterisk (*) must be ordered in multiples of (25) dials or rings. For other quantities, order individual packs. 
Dials on this page are equipped with single spline %” - 30 spindles. 


A spindle is pressed into a dial with its spline keyway aligned to 6O on the dial, as indicated in the table. Vault locks must be mount- 
ed right-hand or left-hand. The locks will not function correctly if mounted vertical-up or vertical-down. 


Dial spindles will accommodate a maximum door thickness of 6.5 inches (165.1 mm). Thicker doors require a special order dial. 
See page C-22 for ordering information. 


Dial rings are shipped with dial ring bearings and necessary mounting hardware for standard installations. 


DO23 with R162 
3.753" (95.38mm]) 
ring diameter 
B&W finish 


D230 with R167 
3.743" (95.1mm) 
ring diameter 
Satin Chrome finish 


D240 with R167 


D200 with Re11 
3.750" (95.3mm) 
ring diameter 
B&W finish 


D210 with RE11 
3.750" (95.38mm) 
ring diameter 
B&W finish 


3.743" (95.1mm) 
ring diameter 
Satin Chrome finish 
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OLDER STYLE 


Early TB400MP locks required a 
model 8400 change key which is 
now obsolete. These locks are 
identified by the presence of a 
change key hole which is flush 
with the surface of the cover. A 
standard 4-wheel change key 
(U12 or U32) can usually be sub- 
stituted for the obsolete key. 


NEWER STYLE 


Most 8400 series locks use a 
standard 3-wheel change key 
(U8 or U9). These locks have a 
change key hole that is recessed 
approximately “% inch (6.4mm) 
below the cover’s surface. 


Note: Change keys are drawn actual 
size. Handle length and angle may 


vary from illustrations. 


Part No. Use With S&G Lock 


U8 All 3-wheel 6600 and 6700 series combination locks 
US All 3-wheel 6600 and 6700 series combination locks 
U10 All 3-wheel 6200 series combination locks 

U11 All vault locks manufactured after 1956 

U1e2 All 4-wheel 6600 and 6700 series combination locks 
U3e2 All 4-wheel 6600 and 6700 series combination locks 
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Standard 3-wheel key—Part no. U8 


* COSREENTEAR 


Padlock reset key 
Part no. 8077-044 


8077 padlock key 
Part no. 8077-043 


(gold tone finish) 


(silver tone finish) 
Long 4-wheel key—Part no. U32 


Long 3-wheel key—Part no. U9 


(silver tone finish) 


(gold tone finish) 


(silver tone finish) 
3-wheel Timebination key—Part no. U10 


Standard 4-wheel key—Part no. U12 
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312", 7.9mm 
BOLT THICKNESS 


1.067", 27.1mm 

Key Key Accessory Individual Pack Bulk Pack 

Bitting Retaining Pack’ Lock Lock 

{ Pena aeons © Single Yes Yes 6804-049 N/A 

: the container door Single No Yes 6805-005 N/A 

E Double Yes Yes 6824-005 N/A 

8 Double No Yes 6825-005 N/A 
5 Single Yes No 6804-003 6804-001 * 
n Single No No 6805-003 6805-001 * 
~ 2624", 666mm] Double Yes No 6824-004 6824-002 * 
© © Double No No 6825-003 6825-001 * 


‘Accessory pack includes a pair of cut keys, and adhesive backed key 
2 a a ? | hole escutcheon (not shown on this page). 
* Numbers followed by an asterisk (*) must be ordered in multiples of 
(25) Key-Op locks. for other quantities, order individual packs. 


The Key-Op case and mounting dimensions are designed to retrofit many combination safe locks, includ- 
ing the 6730 series. Available in single or double bitted key versions, this changeable key safe lock is UL 
Listed under Standard 437 as a security container key lock. 


Key Pre-cut Keys per 
Bitting or Blank Package Part No. Comments 

Single Blank 1 6804-019 Nickel finish, for 3” (76.2mm) maximum door thickness 
Single Pre-cut 2 6804-017 Nickel finish, for 3” (76.2mm) maximum door thickness 
Single Pre-cut 3 6804-018 Nickel finish, for 3” (76.2mm) maximum door thickness 


Draw Key (or Setup Key) 
All bitting positions are cut to the lowest possible depth — Part No. 6804-024 
Escutcheon 
Chrome plated (pictured above) — Part No. 6804-033 (bright chrome), or 6804-034 (satin chrome) 
Carbide Insert 
Chip fits into external case depression for drill resistance — Part No. O826-028-001-000 
Guide Tube 
Guides the key from the outside key hole to the lock, for thick doors and insulated doors; 1 meter length. 
Part No. 6804-008 


® 
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687 0 Key Locks for safes and banking equipment 


No. of Keys 


2 
2 
2 
2 
3 
3 
3 
3 
4 
4 
4 
4 
O 
2 


Key Stem 
Length 


45mm 
65mm 
30mm 
115mm 
45mm 
65mm 
30mm 
115mm 
45mm 
65mm 
30mm 
115mm 


115mm 


Complete Lock and Key Sets 


Maximum 


Door 


1.47" 
2.26" 
3.24" 
4.22" 
1.47" 
2.26" 
3.24" 
4.22" 
1.47" 
2.26" 
3.24" 
4.22" 


4.22 


Thickness 
(87.3mm) 
(57.4mm) 
(82.2mm) 
(107.1mm) 
(87.3mm) 
(57.4mm) 
(82.2mm) 
(107.1mm) 
(87.3mm) 
(57.4mm) 
(82.2mm) 
(107.1mm) 


"(107.1mm) 


Individual Pack 


6870-005 
6870-006 
6870-007 
6870-008 
6870-015 
6870-016 
6870-017 
6870-018 
6870-025 
6870-026 
6870-027 
6870-028 
6870-092 


Bulk Pack 


6870-001 * 
6870-002* 
6870-003 * 
6870-004* 
6870-011 * 
6870-012* 
6870-013* 
6870-014* 
6870-021 * 
6870-022* 
6870-023* 
6870-024* 
6870-091 * 
6850-004 * 


(non key retaining) 


*Note—locks in bulk packs must be ordered in multiples of 24. 


The 6870 is a UL Listed Security Container Key Lock. It’s nine-lever, true double-sided construction offers 
a very high level of security as the primary lock for inner compartments, drop safes, and under-counter 
banking equipment. All models are key retaining except for the 6850 model. 


All 6870 models can be set to new keys in less than five seconds without any tools or special knowledge. 


The 6850 requires disassembly to be set for new keys. 


The mounting footprint is the same as that used for S&G’s complete line of 6700, 8400, 8500, and 


Key-Op locks. The 6870 requires a key hole 72" (12.7mm] in diameter. 
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G S 7 0 keys and accessories 


Dimension “A” 


Dimension “B” 


6870 Key Blanks 


Stem Length Total Key Length Maximum Order Number 
Dimension “A” Dimension “B” Door Thickness 
1.77" (45mm) 3.8" (96.5mm) 1.47" (37.3mm) 6870-100 
2.56" (65mm) 4.59" (116.5mm) 2.26" (57.4mm) 6870-110 
3.54" (90mm) 5.57" (141.5mm) 3.24" (82.2mm) 6870-120 
4.53" (115mm) 6.56" (166.5mm) 4.22" (107.1mm) 6870-130 
Detachable Bit (for use with stem listed below) 6870-201 


Key Stem for Detachable Bits—use with detachable bit for maximum 7.57" (192.3mm) 
door thickness. Part number 6870-200. 


6870 Pre-Cut Keys 


Stem Length Maximum Number of Keys Cut the Same in a Set 
Dimension “A” Door Thickness One Key Two Keys’ Three Keys’ Four Keys 
1.77" (45mm) 1.47" (37.38mm) 6870-101 6870-102 6870-103 6870-104 
2.56" (65mm) 2.26" (57.4mm) 6870-111 6870-112 6870-113 6870-114 
3.54" (90mm) 3.24" (82.2mm) 6870-121 6870-122 6870-123 6870-124 
4.53" (115mm) 4.22" (107.1mm) 6870-131 6870-132 6870-133 6870-134 
Detachable Bits (not including stems) 6870-202 6870-203 6870-204 


Escutcheons for 6870 Key Operated Safe Locks 


These attractive escutcheons use the same mounting screw hole locations as standard S&G 
dial rings. Both models incorporate a pop-out keyhole section that can be turned 90° to 
accommodate both horizontal and vertical key insertion. The underside of the keyhole sec- 
tion is recessed to accept an optional guide tube. 


The two-piece model has a hinged keyhole cover to keep out dust and dirt. 


The one-piece model does not have a cover, but comes with self-stick trim to cover the 
mounting screw holes. 
Two-piece escutcheon with hinged cover—Part no. 6870-320 
One-piece escutcheon—Part no. 6870-310 


Guide Tube for 6870 Key Operated Safe Locks 


This extruded aluminum guide tube is designed to fit into recesses in the lock body and 
underside of the keypad. It not only guides the key to the lock’s keyhole, but keeps out dust, 
dirt, and debris. Recommended for use with either the one- or two-piece escutcheon. 


Guide tube in one meter length—Part no. 6870-370 
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Safe Handles 


One Piece Handle 


Handle (less insert) 


Insert 
j 
Style Hub Finish Insert Pilot Hole Individual Pack 
Finish Diameter 

Two-piece Round Satin Chrome Burl Ye" 2636-002 
Two-piece Square Satin Chrome Burl Ye" 2636-003 
Two-piece Hex Satin Chrome Burl Ye" 2636-004 
Two-piece Round Satin Chrome Black Yo" 2636-006 
Two-piece Square Satin Chrome Black Ye" 2636-008 
Two-piece Hex Satin Chrome Black Ye" 2636-009 
Two-piece Round Satin Chrome Burl Ya" 2638-001 
Two-piece Square Satin Chrome Burl Ya" 2638-003 
Two-piece Hex Satin Chrome Burl Ya" 2638-004 
Two-piece Round Satin Chrome Black Ya" 2638-006 
Two-piece Square Satin Chrome Black Ya" 2638-009 
Two-piece Hex Satin Chrome Black Ya" 2638-010 
Two-piece Square Satin Brass Black Ye" 2636-005 
Two-piece Round Satin Brass Black Yo" 2636-010 
One-piece N/A Satin Chrome N/A Ya" 2628-002 


Handles do not include spindles. 
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Timebination® Locks without dials and rings 


Se 2081" 


it 7.4mm 


.312", 7.9mm 
BOLT THICKNESS 


}~<——_— 2.661”, 67.6mm —>| 


UL Listed Time Individual Pack Bulk Pack 
Delay Timebination Timebination 

Yes 15 to 30 Min. 6205-002 6205-001 * 

No 4 to 30 Min. 6200-006 6200-002* 

No 4 to 30 Min. 6200-0081 6200-004 *' 


* Numbers with an asterisk (*) must be ordered in multiples of (25) 


|<—_—— 3.343", 84.9mm — Timebinations. For other quantities, order individual packs. 


‘The 6200-004 and 6200-008 are both equipped with a duress switch that incorporates both normally open and normally closed 
contacts. A duress signal is generated by dialing 10 numbers high for the first number of the combination. The time delay will func- 
tion normally and the lock will open on either the normal combination or the duress combination. The switch is rated for 130VDC, 
SOMA maximum; minimum wire size 22AWG, 3OQOV. Connect only to low voltage, low energy circuits. 


To add a spindle tube to any of the locks on this page, order an optional U24 tube kit. 


Each Timebination combines a UL listed 6700 series combination lock with a precision, dual move- 
ment Swiss timer to provide extra protection against burglary and armed robbery. Features include: 


Y UL Listing under Standard 887 for model 6205-002. All other models are identical, but allow a time 
delay period of as little as four minutes, one minute less than the UL allowable minimum. 


¥ Field Changeable Time Delay adjustable in one minute increments 
¥ Fully Automatic Mechanism automatically winds and resets every time the combination is dialed 


Y Secure Locking Sequence opens only once after the time delay, and resets itself if not opened within 
three minutes of the end of the time delay period 


Conversion Kit—Time delay, Timebination lever, and drive cam packaged with all hardware necessary 
to convert a 6730 series three-wheel lock to a Timebination®. Delay can be set anywhere from 4 to 30 


minutes in single minute increments. Includes time delay notification sign for outside of safe. 
Part No. 6200-007 


® Field conversions cannot be UL Listed. 


Notes: 

Locks on this page are packaged with mounting screws and change key, less dial and ring. 

Locks on this page are shipped from the factory with all wheels set to 50, and wheel pack torque set within the 
specified range of 12 to 20 inch-ounces. 


Use only with SS&G dials and rings (pages C-14 through C-16) to maintain the UL listing and SGG’s warranty. 
® 
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637 
Case Style Movement Special Individual Pack 
Type Features 
3-Movement Standard (144 hours) 6370-004 
3-Movement Reset (144 hours) 6370-005 
3-Movement Snap-Action (144 hours) 6370-006 
3-Movement Standard (168 hours) 6370-008 
3-Movement Reset (168 hours). 6370-009 
3-Movement Standard (144 hours) Bolt Position Switch’ 6370-010 
3-Movement Snap-Action (144 hours) Bolt Position Switch’ 6370-011 
2-Movement Standard (144 hours) 6280-004 
2-Movement Reset (144 hours) 6280-005 
2-Movement Snap-Action (144 hours) 6280-006 


" Bolt position switch is single pole, double throw for use with normally open and normally closed 
circuits. 


Sargent & Greenleaf time locks have provided unsurpassed protection for vault 
doors and burglary safes for over a century. The modern 6370 and 6280 series 
carry on this proud tradition with features that include: 


Thirteen-jewel precision Swiss movements settable in twelve minute increments 
Rugged, heavy duty construction for maximum security and long life 

UL Listing under Standard 887 

Durable winding charts for easy calculation of winding times 

Self-adhesive warning labels to indicate the presence of a time lock on the vault 
or safe door 


\QNQNNNN 


Notes: 

All time locks in the 6370 and 6280 series should be mounted vertically (as pictured). Other mounting configurations 
may affect the accuracy and life span of the movements. 

All mechanical time locks should be serviced annually by a fully qualified time lock technician 

Reset and snap-action movements can be wound backwards if too much time is initially wound by the operator. 
Standard movements cannot be wound backwards (back-wound) without causing serious damage to the mechanism. 


Sargent & Greenleaf, Inc. _éoe 


Over A Century of Security [Né 


Copyright 1999, Sargent & Greenleaf, Inc. 


page C - 36 


IS 


168-Hour Standard 


Movement 
Type 
Standard 
Reset 
Snap-Action 


Standard 
Reset 


Filler Block 
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Time Locks 


Reset 


Maximum 
Closure Time 


144 hours 
144 hours 
144 hours 


168 hours 
168 hours 


N/A 


ay mil? 
Snap-Action Filler Block 
Back-Wind Individual Pack 
Feature 
No 6242-001 
Yes 6242-002 
Yes 6242-0083 
No 6242-409-004005 
Yes 6242-409-004006 
N/A 6242-004 


Time Lock Movements 


Sargent & Greenleaf uses the finest Swiss movements in its time locks. The models listed above should 
be used when replacing movements in S&G time lock cases. This not only insures maximum perform- 
ance, but also maintains the lock’s UL Listing. 


A filler block should be used in only one position of a three-movement time lock case if the decision has 
been made to operate the lock with just two movements. 


Time Lock Frame 


This plastic frame with a bright 
chrome finish is used to dress up 
the installation of a three-move- 
ment time lock if the lock face 
projects partially through a vault 
or safe door’s inside cover plate. 
Comes with all necessary mount- 
ing hardware. 


Part no. N9-001 


® 
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Winding Key 


Works with any current 
production S&G time lock 
movement. 


Part no. 6242-005 
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4200/4400 Safe Deposit Locks 


Twa 
DC fei 


me, c 
rt. 
«) 
. 
4440 Series 4444 Series 

Lock Rntr Nose Diam. Grd Nose Diam. Hand Nose __ Individual Pack Bulk Pack 
Style and Lever Type and Lever Type of Lock Height Lock No. Lock No. 
4231 .672” (17mm) / Fixed .672” (17mm) / Fixed LeftHand "(12.7 mm) 4231-002 4231-001 * 
4231 .672” (17mm) / Fixed .672” (17mm) / Fixed Right-Hand Zs" (12.7 mm) 4231-008 4231-007 * 
4420 .672” (17mm) / Fixed .672” (17mm) / Fixed LeftHand %"(12.7 mm) 4420-010 4420-111* 
4420 .672” (17mm) / Fixed .672” (17mm) / Fixed Right-Hand 4 (12.7 mm) 4420-042 4420-1 10* 
4440 .672” (17mm) / Fixed .672” (17mm) / Fixed LeftHand %"(12.7 mm) 4440-018 4440-017* 
4440 ~.672” (17mm) / Fixed .672” (17mm) / Fixed Right-Hand Zs" (12.7 mm) 4440-070 4440-069* 
4442 .840” (21.38mm)/Fixed .672” (17mm) / Fixed LeftHand %"(12.7 mm) 4442-004 4442-003* 
4442 .840” (21.8mm)/Fixed .672” (17mm) / Fixed Right-Hand Zs (12.7 mm) 4442-014 4442-013* 
4443 .840” (21.38mm)/Fixed .840” (21.3mm)/Fixed LeftHand %" (12.7 mm) 4443-008 4443-007 * 
4443 .840” (21.38mm)/Fixed .840” (21.38mm)/Fixed Right-Hand Z (12.7 mm) 4443-028 4443-027* 
4444" .672” (17mm) / Fixed .672” (17mm) / Fixed Right-Hand Zs (12.7 mm) 4444-002 4444-001 * 


All locks in this table are set to SGG's standard guard key for the product. The standard guard key for the 4231 
series is SY3. The standard guard key for all other locks is #4. Two renter keys are provided with each lock, and the 
renter side of each lock is keyed different.The guard key is not included with individual locks. See cut key ordering 


information on page C-42. All locks in the above table are available key retaining only. 


All locks listed have brass plated covers and plugs. Other finishes require a special order. 


* Lock order numbers followed by an asterisk (*) should be used only when ordering a minimum of 25 locks. 


* The 4444 type lock looks like a safe deposit lock and is listed under UL 437 like a safe deposit lock, but it boasts 
extra features that enable it to serve as the primary lock for B- and C-rate depository safes. In addition to resist- 
ance to picking and decoding, the 4444 cannot be opened by standard nose pulling techniques. The extra long 7%" 


(20.64 mm) bolt is drilled and tapped to accept an 8-32 machine screw which may be used to attach boltwork. 
Available only in a right-hand version. 
The 4200 and 4400 family of safe deposit locks represents an industry standard. Features include: 
Y Dual Key Lock Listing from Underwriters Laboratories under Standard 437 


Y Five guard levers and six renter levers represent 32,768 and 262,144 possible combinations 
respectively, combining for more than 8.5 billion possible theoretical bittings 


Y Pick resistant lever design is also resistant to the most advanced decoding techniques 


Y Factory matchwork is available on request to match virtually any manufacturer's guard key (sample key 
must be provided) 


| oe 
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4200/4400 Safe Deposit Locks 


|< _ 3.19" (81.0mm) —————_ | 


E 
£ 
ite} 
a | 3.19" (81.0mm) a 
= 
N — 
= E 
= = 
8 
\<<————2.70" (68.6mm) >"! ~ 
oO 
4231 (RH model shown)—designed for = 
matchwork to the Yale SY3 guard key 
——— 69" (68. 3mm) et 
|< 3.19" (81.0mm) —————> | aa20 (RH model shown)—designed for 
matchwork to all Corbin guard keys 
E .88" (22.2mm) 
s EES eae (81.0mm) —————>| 
= .78" (19.8 mm) 
a » bolt throw 


<——_——2. 70" (68. 6mm) >! 


4440 (RH model shown)—a standard 
of the safe deposit industry since 1922 


1.28" (32.5mm) 


<< —_—_§_ 3.19" i —_—_—_—__—_—_}-| ry 
| 3.19" (81.0mm) | <——— 2.70" (68.6mm) ————»1 


4444 (RH only)—designed for B- and C-rate 


1.39" (35.3 : 
est safe doors—pick and pull resistant 


|< 3.19" (81.0mm) —————_> | 


aaa2 (RH model i chavnt=-Aecioned for 


matchwork to the Diebold 175 series 


<<————2.70" (68.6mm) —| 


4443 (RH model shown)—designed for 
matchwork to the Mosler 5700 series 


-380" (9.5mm) 


70" (6.9mm) 
Bolt Offset 

Dimensions for 

all 4200 and 

4400 Series MOUNTING SURFACE OF LOCK 

Safe Deposit se 

Locks All locks except the 4444 have an extended bolt length of .40" 
(10.2mm), with a bolt throw of .31" (7.9mm). 
® a 
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4500 Safe Deposit Locks 


Lock Rntr Nose Diam. Grd Nose Diam. Nose Individual Pack Bulk Pack 
Style and Lever Type and Lever Type Height Lock No. Lock No. 
Centerline .672" (17.1 mm) .672 (17.1 mm) %" (9.5mm) 4544-020 4544-014* 
Changeable Changeable 
Centerline .672" (17.1 mm) .672 (17.1 mm) %" (12.7mm) 4545-004 4545-003* 
Changeable Changeable 
Centerline .672" (17.1 mm) .672 (17.1 mm) %" (12.7mm) 4555-006 4555-005* 
Changeable Fixed 
Centerline .672" (17.1 mm) .672 (17.1 mm) %" (12.7mm) 4565-004 4565-003 * 
Fixed Fixed 


All locks in this table are set to SS&G’s standard guard key #4. Two renter keys are provided with each lock, and the 
renter side of each lock is keyed different. The guard key is not included with individual locks. See cut key ordering 
information on page C-42. All locks in the above table are available key retaining only. 


All locks listed have brass plated covers and plugs. Other finishes require a special order. 
* Lock order numbers followed by an asterisk (*) should be used only when ordering a minimum of 25 locks. 


The 4500 family of safe deposit locks provides versatility in mounting and keying. Features include: 
Y Dual Key Lock Listing from Underwriters Laboratories under Standard 437 


Y Seven guard levers and seven renter levers represent over one million possible combinations for 
each lever stack, resulting in trillions of theoretical bittings 


Y Centerline design allows all 4500 series locks to be mounted either right-hand or left-hand 


Y Factory matchwork is available on request to match many manufacturers’ guard keys (sample key 
must be provided) 


380" (9.5mm) |<——________—-3.95" (100.4mm) | 
a — 

! 1.270" (6.9mm) i 

aca A L 

tT T € 
Bolt Offset 1 5 
Dimensions ae = 
for all 4500 MOUNTING SURFACE = 
Series Safe OF LOCK { 
Deposit veal 
Locks 3.58" (90.9mm) 

® 
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Lock Nose Diameter 

Style and Lever Type 

Cabinet .672" (17.1 mm)/Changeable 
Cabinet .672" (17.1 mm)/Changeable 
Cabinet .672" (17.1 mm)/Changeable 
Cabinet .672" (17.1 mm)/Changeable 
Cabinet .672" (17.1 mm)/Changeable 
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4100 Cabinet Locks 


Nose 
Height 


Y" (3.2mm) 
x" (6.4mm) 
x" (9.5mm) 
¥%" (12.7mm]) 
¥" (12.7mm] 


Individual Pack 


Lock No. 


4110-008 
4111-003 
4112-003 
4113-003 
not available 


Bulk Pack 
Lock No. 


4110-001 * 
4111-001 * 
4112-001 * 
4113-001 * 
4133-001 * 


Key Function 


Key Retaining 
Key Retaining 
Key Retaining 
Key Retaining 
Non Retaining 


Two keys are provided with each lock, and locks are keyed different. Keyed alike locks are available on request. For 


extra keys, see cut key ordering information on page C-42. 


All locks listed have brass plated covers and plugs. Other finishes require a special order. 
*Lock order numbers with an asterisk (*)] must be ordered in minimum quantities of 25 locks 


The 4100 family of cabinet locks is easy to rekey, and offers a high degree of resistance to picking 
and decoding. Features include: 


¥Y Variety of nose heights to accommodate different mounting material thicknesses 
Y Seven lever design represents over one million possible bittings 
Y Centerline design allows all 4100 series locks to be mounted either right-hand or left-hand 


Bolt Offset 
Dimensions for 
all 4100 Series 
Cabinet Locks 


® 


38" (9.5mm) 
>! 


ia 


x 


MOUNTING SURFACE 
OF LOCK 
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Safe Deposit Key Blanks 


Blank Used For Box of 50 

Type Order No. 
53 Obsolete 259 % 9500-006 
53H Obsolete 259 % 9500-007 
60 Renter key—4442, 4449 series 9500-005 
60G Grooved renter key—4442, 4443 series 9500-022 
87G Grooved guard key—4440, 4442 series DISCONTINUED 
87H Standard guard key—4420, 4440, 4442, 4444, 4500 series 9500-001 
89 Obsolete 4120, 4140, 4161, 4163, guard key for obsolete 4340 9500-010 
89A Obsolete 4120, 4140, 4161, 4163, guard key for obsolete 4340 9500-012 
89G Obsolete 4120, 4140, 4161, 4163, guard key for obsolete 4340 9500-01 1 
89AG = Obsolete 4120, 4140, 4161, 4163, guard key for obsolete 4340 9500-013 
90 Long renter key—4231,4420,4440, 4500 series 9500-019 
91 Long guard key—4420, 4440, 4442, 4444, 4500 series 9500-018 
92 Obsolete 0820 cabinet lock 9500-015 
92G Grooved key—obsolete 0820 9500-017 
92H R132 series key locking dial ring 9500-016 
96 Standard renter key—4231, 4420, 4440, 4444; 4100 and 4500 series 9500-003 
96G Grooved renter key—4420, 42931 series 9500-014 
9608 Guard key used for Mosler match work DISCONTINUED 
9609 Guard key—4443 series 9500-004 
SY3B Guard key—4231 (Yale matchwork) 9500-002 


Blanks are nickel-silver. Silhouettes are slightly larger than actual size to allow you to lay a key on the drawing and see 
part of the line thickness around the edges. Tolerances are +.003" (.076mm) from listed dimensions. 


Cross sections are viewed as if looking from the bow of the key toward the tip, or as if looking at the keyway broach- 
ing. Shading indicates tip projection and any other blade width variations in the blank. 


Use only 9500-xxx numbers to order blanks. Do not use “Blank Type” numbers. 


Cut Safe Deposit Keys—When requesting cut keys, specify a valid S&G code number. 


Blank Lock Series Which Use This Key Cut Key No. 
96 Renter key—4100, 4231, 4420, 4440, 4444 9500-024 
96 Renter key—4545, 4555, 4565 9500-053 
96 Renter key—4544 9500-052 
60 Renter key—4442, 4443 9500-025 

Guard key—4420, 4440, 4442, 4444 9500-026 
Guard key—4545, 4555, 4565 9500-055 
Guard key—4544 (%" nose) 9500-054 
Guard key—4443 9500-027 
Guard key—4231 9500-028 
Operating key—4110-001, 4110-003 [(’%" nose) 9500-050 
Operating key—41 11-001, 4111-003 (%" nose) 9500-051 
Operating key—4112-001, 4112-003 (%" nose) 9500-074 
Operating key—41 13-001, 4113-003 (’%" nose) 9500-075 
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53 
53H 


— | 


.050" (1.27mm) 
.375" (9.53mm) 


— | 


.070" (1.78mm) 
.375" (9.53mm) 


87H 
87HH 


O 
GUARD 


[ 


.080" (2.03mm) 
.275" (6.99mm) 
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Safe Deposit Key Blanks 


60 60G 
O O 


.070" (1.78mm) 


60 and 60G thickness= .3890 (9.91mm) near the bow 
.315 (8.00mm) in the cut area 


89 
O 
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89G 


O 


a wmo 
.070" (1.78mm) .093" (2.36mm) 
.376" (9.55mm) .376" (9.55mm) 


89A 
O 


.070" (1.78mm) 
.376" (9.55mm) 


87G 


‘a 


Q 


Ww 


.093" (2.36mm) 
.275" (6.99mm) 


89AG 


O 


Mo 
.093" (2.36mm) 


.376" (9.55mm) 
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Safe Deposit Key Blanks 


90 91 92H 92G 


z=— Ww] 
92: .050" (1.27mm) .093" (2.36mm) 
.280" (7.11mm) .275" (6.99mm) 
| .056" (1.42mm) 
92H: .062" (1.57mm) .353" (8.97mm]) 
.280" (7.11mm) 
| | 
.070" (1.78mm) .070" (1.78mm) 
.315" (8.00mm) .275" (6.99mm) 
96 96G 9609 SY3B 


= wo — —_= 
.070" (1.78mm) .093" (2.36mm) .O70" (1.78mm) 063" (1.60 
.315" (8.00mm) .315" (8.00mm) .350" (8.89mm) 943" Hele 
————————S—S—SS]]]]—_E_—E_——[—[[>>>S>>—_——_——_———————————— i 
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ARM: A-DOR Secure Panic Hardware 


PAL HAROWARE 


@ Emencency Exit-PUSH 
SALIOA DE EMERGENCIA 


Function Alarm Fits Door Fits Jamb Finish Product 
Widths Depths Up To Number 
Automatic Relock No 3' to 4' 6%," US 28 A101-001 
Automatic Relock Yes! 3' to 4' SEZs US 28 A101-002' 
Manual Relock No 3' to 4' 6 3," US 28 A102-001 
Manual Relock Yes! 3' to 4' Size US 28 A102-002' 
Automatic (Fire Rated) No 3' to 4' 6 3," US 28 A101-FO1 
Automatic (Fire Rated) Yes 3' to 4' 6 3," US 28 A101-FO2 


‘ Alarm models require a standard 1 '%" mortise cylinder (not included). Alarms require two 9-volt Duracell® alkaline batteries. 


AC Adapter Kit 
Allows Arm-A-Dor® alarmed exit devices to be connected to standard 115-volt AC power to provide 


continuous, maintenance-free operation. Provides all components necessary to convert both new 
and previously installed devices from battery to AC operation. Compatible with the following 
models manufactured after June 8, 1998: A101-002, A101-FO2, A102-002 Part no. A107-001 


RX (Request to Exit) Switch Kit 
Allows non-alarmed Arm-A-Dor devices to be wired to existing security systems and 
other switch-activated security devices (alarms, electro-magnetic locks, etc.) Part no. A103-002 


Low Profile Installation Kit (single door) 
For single door installations where the door jamb has a depth of 6 %" to 12 %" Part no. A104-001 


Standard Double Door Kit 
Used with all Arm-A-Dor models for installation on double doors without a mullion Part no. A106-001 


Low Profile Double Door Installation Kit 
Used with all Arm-A-Dor models for low profile installation on double doors 
without a mullion and door jamb depth greater than 6 %" Part no. A106-002 


Sliding Deadbolts for Double Door Applications 

Two deadbolts are recommended for the inactive door (top and bottom). Select from: 
Deadbolt with °4s" padlock shackle hole (includes #13 mortise strike) Part no. 1881-003 
Deadbolt with integral pin tumbler lock (includes #13 mortise strike) Part no. 1883-003 


Arm-A-Dor combines dependable security with single motion egress. Features include: 
¥ 53-Year limited warranty 
Y UL Listing under Standard 305 for Panic Exit Hardware 


Y NFPA 101, UBC/BOCA, and ANSI Standard 156.3 compliance to meet the life safety demands of 
fire marshals and building inspectors 


Y Non-handed design mounts on both left- and right-hand doors 
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High Security Exit Devices 


rs 
| 


All HSEDs appear similar to this from the inside of the door. 


Sargent & Greenleaf 
High Security Exit Device 


For 
Architectural 
Doors 


Meets all these requirements: 

e ISM 5220.1M for Closed Areas 

e UBC Building Codes 

e BOCA Building Codes 

e UL Listed Group 1 and 1R Locks 
e NFPA 101 Life Safety Codes 

e ANSI Standard 156.3 Exit Devices 


e UL GXZI High Security Fire Exit 
Hardware 


e UL 10B Fire Exit Hardware 
e UL 305 Panic Exit Hardware 


e Listed by the Office of the California 
State Fire Marshal as a fire-rated 
panic exit lock 


The HSED is the first product to combine a high level of security and access 
control with single motion egress. The High Security Exit Device comes in a con- 
figuration to meet virtually any need. 


Depending on the model ordered, the deadbolt is controlled by a Group 1 or 


Combination Locked 
Models...page C-47 


Key Locked 
Models...page C-48 
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Group 1R combination lock, or standard keyed rim cylinder. In the exit-only ver- 


sion, the deadbolt can only be unlocked by depressing the panic 


bar from inside. 


The HSED can be ordered in versions that allow the panic exit 
portion to be controlled by a Code/Tronic® access control 
device or similar type of electronic control device. It can also be 
unlocked by standard keyed rim cylinder or the Simplex® 


Post Office 
Models...page C-49 


LP1020 mechanical lock. In the exit-only 
version, the panic exit device can only be 
unlatched by depressing the panic bar 
from inside. 


The High Security Exit Device is the 
ideal choice for protecting Sensitive 
Compartmentalized Information Facilities 
(SCIFs), pharmaceutical drug rooms, 
money counting areas, or any confined 
area where sensitive information or valu- 
able materials are handled. The HSED is 
also perfect for nursing homes, institu- 
tions (schools, colleges, hospitals, etc.) 
and industrial facilities. It’s the right 
choice wherever there is a need for con- 
trolled access, a high level of security, 
and a concern for life safety. 
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High Security Exit Devices 


Electric Latch Version with Combination Lock 


Combination For Door 
Lock Model Size Finish Outside Hardware Product No. Comments 


8415 Group 1 3' O" US28 Plate with pull handle 8470-002 Exposed 8415 change key hole 
8415 Group 1 3' O" US28 Plate with pull handle 8470-003 Covered 8415 change key hole 
8415 Group 1 4 QO" US28 Plate with pull handle 8470-042 Exposed 8415 change key hole 
8435 Group 1R_~ 3’ O" US28 Plate with pull handle 8470-005 Exposed 8435 change key hole 
8435 Group 1R-~ 3' O" US28 Plate with pull handle 8470-006 Covered 8435 change key hole 
8435 Group 1R 4’ QO" US28 Plate with pull handle 8470-056 Exposed 8435 change key hole 


Note—EL (Electronic Latch) versions of the High Security Exit Device include power supply MPB842, door loop DL-12, an 
8470 automatic deadbolt equipped with combination lock, dial, ring, and fire rated exit device. Devices to control the electric 
latch (such as the S&G Codetronic) should be ordered separately. 


All dials and rings are black and white. Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5mm). 


All models are designed to be surface mounted to RHR or LHR doors. The Centi-Spline dial is shipped with the spindle indexed to 39 
for RHR. It must be disassembled and the spindle indexed to 89 for a LHR mount. 


Mechanical Latch Version with Combination Lock 


Combination For Door 
Lock Model Size Finish Outside Hardware Product No. Comments 


8415 Group 1 3' 0" US28 Plate with pull handle 8470-008 Exposed 8415 change key hole 
and rim cylinder hole 


8415 Group 1 3' QO" US28 Plate with pull handle 8470-009 Covered 8415 change key hole 
and rim cylinder hole 


8415 Group 1 40" US28 Plate with pull handle 8470-043 Exposed 8415 change key hole 
and rim cylinder hole 


8415 Group 1 so) ©’ US28 Use Simplex LP1020 8470-048 Exposed 8415 change key hole 
8415 Group 1 40" US28 Use Simplex LP1020 8470-050 Exposed 8415 change key hole 


8435 Group 1R_~3' O" US28 Plate with pull handle 8470-011 Exposed 8435 change key hole 
and rim cylinder hole 


8435 Group 1R_~ 3' O" US28 Plate with pull handle 8470-012 Covered 8435 change key hole 
and rim cylinder hole 


8435 Group 1R =4'O" US28 Plate with pull handle 8470-061 Exposed 8435 change key hole 
and rim cylinder hole 


Note—Standard versions of the High Security Exit Device include an 8470 automatic deadbolt equipped with combination lock, 
dial, ring, and fire rated exit device. Simplex LP1020 (specify RHR or LHR) and rim cylinders are not supplied by Sargent & 
Greenleaf. They must be ordered separately. 


All dials and rings are black and white. Dial spindles will accommodate a maximum door thickness of 3.4 inches (86.5mm). 


All models can be mounted RHR or LHR. The Centi-Spline dial is shipped with the spindle indexed to 39 for RHR. It must be disas- 
sembled and the spindle indexed to 89 for a LHR mount. 


HSED meets: DIAM 50-3 for SCIFs, ISM 5220.1M for Closed Areas, NFPA 101 Life Safety Codes, UBC and BOCA Building Codes, 
ANSI Standard 156.3 for Exit Devices, Underwriters requirements for Fire Exit Hardware 10B and Panic Exit Hardware 305. It is 
UL Listed under Standard GXZI High Security Fire Exit Hardware, and it's listed as a fire rated panic exit lock by the Office of the 
California State Fire Marshal. 


® 
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High Security Exit Devices 


Key Operated Deadbolt and Exit Device Version 


For Door 
Size Finish Outside Hardware Product No. Comments 
3' 0" US28 Plate with pull handle prepped for rim cylinder 8470-016 Electric Latch Exit Device 
40" US28 Plate with pull handle prepped for rim cylinder 8470-046 Electric Latch Exit Device 
3' 0" US28 Plate with pull handle prepped for rim cylinder 8470-014 Mechanical Latch Exit Device 
40" US28 Plate with pull handle prepped for rim cylinder 8470-045 Mechanical Latch Exit Device 


Note—EL (Electronic Latch) versions of the High Security Exit Device include power supply MPB842, door loop DL-12, an auto- 
matic deadbolt, and fire rated exit device. Devices to control the electric latch (such as the S&G Codetronic) should be ordered 
separately. EL version devices can also be controlled by rim cylinder. 


Two standard 1%" rim cylinders must be ordered separately. One will control the automatic deadbolt from outside. The other will 
control the fire rated panic exit device from outside. Cylinders should have rigid tailpieces (not lazy cam action). 


Exit Only Mechanical Version 


For Door 
Size Finish Outside Hardware Product No. Comments 
3' 0" US28 None 8470-033 
4' 0" US28 None 8470-059 
3' 0" US28 None 8470-062 Includes Exit Alarm Kit 
4' 0" US28 None 8470-063 Includes Exit Alarm Kit | 
_ 
Alarmed devices require two 9-volt alkaline 
batteries and a standard 1%" mortise 
cylinder (not supplied). Alarm kits are not 
available separately. 
Copyright 1999, Sargent & Greenleaf, Inc. Sargent & Greenleaf. Inc _éo0 
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High Security Exit Devices 


Post Office Version with Key Operated Deadbolt 


For Door 

Size Finish Outside Hardware Product No. 
3' 0" US28 None—Use Simplex® LP1020 8470-041 
40" US28 None—Use Simplex’ LP1020 8470-049 


Post Office versions of the HSED include a key operated 8470 automatic deadbolt and fire rated exit device. 
A Simplex® LP1000 must be ordered separately from a Simplex® distributor. Specify the following: 

¢ Simplex® model number (LP1000) 

e Hand of lock (RH for right-hand reverse bevel, or LH for left-hand reverse bevel) 


e Knob configuration for interchangeable core—eB for Best®, Arrow™, NT Falcon Lock®, Eagle™, K.S.R°, Lloyd 
Matheson; 2M for Medeco®, Yale®; 2SG for Sargent®;2C for Corbin® and Russwin®; 2SL for Schlage® 


e Finish—SC for satin chrome 
A typical order specification for the Simplex® lock might look like: LP70Q000-RH-2B-SC. 


To lock and unlock the deadbolt portion of the HSED from outside, you must order a rim cylinder separately. Specify a 
rigid tailpiece (not a lazy action tailpiece). 


All models are designed to be surface mounted to RHR or LHR doors. 


The US Postal Service High Security Exit Device is approved by the USPS for exterior employee 
pedestrian doors because it offers: 


Y Secure Deadbolt Protection Combined with Single Motion Egress—A single press on the panic bar 
unlocks the deadbolt and unlatches the exit device. 


Y Automatic Deadbolt Locking when the door closes, unless it is purposely dogged by use of the rim 
cylinder key for daytime operation. 


Y Independent Outside Locking of Deadbolt and Exit Device can be used to control employee access 
during “off hours.” 


Y Convenient Daytime Access via an easy to use push-button combination lock with key override. 


HSED meets: Post Office RE-5 Security Requirements and RE-4 ADA regulations, NFPA 101 Life Safety Codes, UBC 
and BOCA Building Codes, ANSI Standard 156.3 for Exit Devices, Underwriters requirements for Fire Exit Hardware 
10B and Panic Exit Hardware 305. It is UL Listed under Standard GXZI High Security Fire Exit Hardware, and it's list- 
ed as a fire rated panic exit lock by the Office of the California State Fire Marshal. 


® 
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Code/Tronic® Ill Model 2097) 


S 


Codetronic Code Input Device National Co onic 
Model Stock No. duct No. 
1999 Without Input Device 6320-01-093-764 —— 
1999 With Rocker Input Panel (RPA) 6350-00-957-41 999-002 * 

6350-01-151-7“16 
1999 With Weatherproof Keypad None 1999-003 * 
2001 Without Input Device None 2001-001 
2001 With Rocker Input Panel (RPA) 6350-01- <45@7/ or 2001-002 * 
6 


6110-7 Se 
2001 With Weatherproof Keypad None & 2001-003 * 


*Includes 110 VAC to 24 VAC transformer 
The Code/Tronic® II-1999 and 2001 are single dagsaxdigitay electronic access devices used to control 


access to restricted areas, such as stock rooms, regan laboratories, air traffic control towers, etc. 
When used in conjunction with the Sargent & Gr ear’ ite® electro-mechanical deadlatch, the 1999 
and 2001 provide high security and a high degresef Wabi 


We recommend the 8077AD model combinatl im adlock to secure Code/Tronic control panel covers. 


Specifications: Code/Tronig® Ill contr panels are engineered to operate from 32° F (0 C) to 130° 


& S F (54.4 C) on 24 volt AC. Re Q output current is 10 amps for 10 milliseconds, dropping to 430 
N v milliamps holding power. 
e Four-digit Code Number (up to 1 ifferent codes) 
e User Selectable Codes can nel. Yor 6 digits (up to 1,000,000 different codes) 
e e Codes Set by Switch for the highés“Peliability, even following prolonged power loss 
e e Visitor Announce Butto personnel request entrance to the secured area by pressing one button 
e e Open Time Selector ¢ OF adjust opening time duration from 3 to 30 seconds 
e e Timed Bypass allows Sap Tron Ill to be opened via a remote switch for a predetermined time 
e Momentary Bypas Cats us entry via a remote switch only as long as the switch is closed 
e Latch Reset uses! yoxc dg + contact switch to re-lock the strike or Brute® as soon as the door is opened 
e e Door Latch LSOr door contact to sound an alarm if door is open longer than preset time 
e Code Entry ( (rror_determines how many incorrect codes can be entered (1 to 9) before penalty occurs 
Code Entry Error in) yiates an incremental penalty time for each error in code entry 
e Penalty/FimesSelgstor determines how long the Code/Tronic Ill® will wait before accepting another code 
wvatev/by Code Entry Error) 
e Latg be activated remotely to prevent entry even with the correct code 
e ator signals an alarm circuit when 1 is added to or subtracted from the 18° code digit 
e 4 am sounds whenever the cover is removed from the control panel 
e tacts can be wired to a central alarm system to report any Code/Tronic? Ill alarm condition 
e Speaker Terminals allow Code/Tronic® audible signals to be monitored remotely 
e Al C Power Indicator gives visible and audible indication of power supply status 
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Code/Tronic® Ill-1999 and 2001 


2001 


8400-002 
HALLWAY ROCKER INPUT PANEL 
Code/Tronic Ill Accessories 
Power Transformer—Required input voltage for the Code/Tronic® Ill-1999 and 2001 is 24 
volts AC. To power the control panel from a standard 110 volt AC grounded outlet, use 
transformer 8400-002. 


For a 220 volt AC power source, use transformer 8400-003. 


Emergency Power Supply (not shown)—An 8-hour, rechargeable battery system to 
power either the Code/Tronic?® Ill-1999 or 2001 during loss of AC power. Includes 
charging system. Product no. 8427-001 


Cable Adapter—Multi-conductor cable adapter kit permits the use of standard con- 
duit (not supplied) to protect the wiring between the control panel and the code input 
device. Product no. 8426-001 


8426-001 


Cable Extension (not shown)—Ten foot (3.05 meters) long ribbon cable with integral 
connectors must be used when the code input device is more than ten feet from the control 


panel. More than one can be used for even greater separation, up to the maximum recom- 
mended distance of 250 feet (76.2 meters). Product no. 8426-002 

Rocker Input Panel—Indoor code input panel with ten rocker switches in a recessed box to 
prevent surreptitious viewing of the code when it is input by authorized personnel. Meets US 
government requirements for fingerprint resistance. Product no. 8425-002 


Weatherproof Keypad—WVall mounted keypad can be used indoors or outdoors in severe 8425-002 
weather conditions. Rated for operation from -40° F _— 
(-40° C) to +160° F (+71° C). Product no. 8425-001 y 


Remote Switches—Can be wired to the 1999 control panel to activate 
time bypass, or wired to the 2001 to activate either timed bypass or 
momentary bypass. 


Hand held pendant switch (not shown) is product no. 8428-001. 8425-001 
Foot operated switch is product no. 8429-001 
® a 
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® For 
The Brute Architectural 
Doors 
Strikes 
LOCK STRIKE 
INSWING DOOR 
FRAME 
#1 Strike 
NSN 5340-01-020-5681 
Product No. 8497-001 (strike only) 
_ / OUTSWING DOOR 
|<——5.5", 139.7mm——_———>| 
ee | in 
Included Brute a f 
Door Action Strike Product No. #2 Strike 
NSN 5340-01-274-8126 
Inswing 1 8497-100 Product No. 8497-002 (strike only) 
Outswing 2 8497-101 
Inswing 3 8497-102 
Outswing 9 8497-103 
Inswing None 8497-105 
Outswing None 8497-106 
INSWING DOOR 
FRAME 
National Stock Number Information #3 Strike 


NSN 5340-01-020-5681 and NSN 6350-00-610-196e2 can refer to any of the model num- 
bers listed to the left. You must specify (1) whether the door is inswing or outswing and 
(2) the strike style needed. This is the only way to insure you receive the product package 
suited to your particular application. 


The Brute is a heavy duty, surface mounted, electro-mechanical lock that is specifically 
designed for use with Sargent & Greenleaf Code/Tronic? Ill access control devices. It can be 
operated by any remote control system that meets its voltage and current requirements. For 
intermittent duty use only (80 second maximum hold open time). The Brute® is a fail secure 
device. 


Brute Voltage requirements: 24 VDC 

DC coil resistance: 6 OHMS 

Current: 5.5 to 6.5 AMPS 

Minimum recommended wire size: 18 gauge 


The Brute® uses a heavy duty 12 VDC solenoid. The 24 VDC voltage requirement increases 
bolt retraction force and will not harm the solenoid. 


No National Stock No. 
Product No. 8497-003 


(strike only) 


ona 


Lock | | STRIKE 


ACTIVE DOOR 


DOOR 


Outswing Double Doors 


#9 Strike 


NSN 5840-01-21 7-8922 
Product No. 8497-004 


(strike only) 


Bolts 


Brute replacement bolts can be ordered separately for inswing and outswing applications. When changing from one 
function to another, it may also be necessary to order a suitable replacement strike. Use the diagrams on this page 


to make your selection. 
Inswing Bolt—Product No. 8497-006 
Outswing Bolt—Product No. 8497-007 
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For 


Architectural Extension 50 Deadbolt 


Doors 


Strikes 


o_o) 


LOCK STRIKE 


_ | INSWING DOOR 


e . 


FRAME 


#1 Strike 
NSN 53840-01-020-5681 
Product No. 8497-001 
(strike only) 


|}<«—— 3.5", 88.9mm —>| 


|< 5.5", 139.7mm ————> 


i} QUTSWING DOOR 


FRAME 


Combination Included National 
Lock Strike Dial and Ring Stock No. Product No. pee ] stRIKE 
#2 Strike 
8415 Group 1 None DO41/R162 8415-107 NSN 5340-01-274-8126 
8435 Group 1R_ None DO41/R162 8435-106 Product No. 8497-002 
8555 Group 1_— None D054/R162 8555-105 (strike only) 
8565 Group 1R_ None DO054/R162 8565-105 = 
8415 Group 1 #1 DO41/R162 5340-00-671-6607 8415-102 cOER ernie 
8435 Group 1R_ #1 DO41/R162  5840-01-095-3512 8435-102 = 
8555 Group 1 #1 DO054/R162 8555-101 pes Ell eee 
8565 Group 1R_—s#1 DO54/R162 8565-101 
8415 Group 1 #2 DO041/R162 8415-103 #3 Strike 
8435 Group 1R_ #2 po41/R162 8435-103 Ba aa agian 
8555 Group 1 #2 DO54/R162 8555-102 (strike only) 
8565 Group 1R_— #2 DO54/R162 8565-102 
8415 Group 1 #3 DO041/R162 8415-104 o_o 
8435 Group 1R_ #3 DO41/R162 8435-104 Lock ‘luis 
8555 Group 1 #3 DO054/R162 8555-103 emer re 
8565 Group 1R_— #3 DO054/R162 8565-103 i 
8415 Group 1 #9 DO041/R162 8415-105 
8435 Group 1R_ #9 DO41/R162 8435-105 are ae Doors 
rike 
3 EIS sane NSN 5840-01-217-9922 
Product No. 8497-004 


Dials and rings are spy-proof black and white. Suan eal 
Extension 5Os have also been referred to as SM-5Os and 8470s. All units are designed to be used with 
an interlocking strike to prevent spreading of the door and frame. Hardened steel pins are incorporated 
in the locking bolt to deter sawing and increase resistance to forced entry. Every Extension 5O is an auto- 
matic locking deadbolt with inside release knob and ‘ cogang, switch to keep the device unlocked when 
the secured area is occupied. All locks are shipped with hardplate which must be used under the mount- 
ing plate to deter forced entry attacks. 


All 8400 and 8500 series combination locks have integral relock triggers and are tested by Underwriters 
Laboratories to ensure a high degree of manipulation resistance. Extension 50s equipped with Group 1 
locks have metal wheels, while those with Group 1R locks use acetal resin wheels for x-ray resistance. 
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For 


Extension 50 Life Safety Kit *ctitectura 


Doors 


EEE ye | LIFE SAFETY KIT 
vee 8400-001 


Extension 50 Locks with Life Safety Feature 


Combination Included 
Lock Strike Dial and Ring Product No. 
8415 Group 1 None D041/R162 8415-108 
8435 Group 1R None DO41/R162 8435-107 Sain betontenel 
8555 Group 1 None DO54/R162 ~— 8555-106 | PIKES must be ordered separately. 


8565 Group 1R None DOQ54/R162 8565-106 


Dials and rings are spy-proof black and white. 


All units are designed to be used with an interlocking strike to prevent spreading of the door and frame. STRIKE MUST BE ORDERED SEP- 
ARATELY. See strike diagrams on the preceding page to determine the correct model for your application and its part number. 


The Life Safety Feature prevents an Extension 50 from locking unless a special, stainless steel “key” is inserted and turned. 
When a secured area is occupied, the key is removed from the lock to prevent accidental locking of the unit. Recommended 
for inswing doors. For outswing doors, we suggest the High Security Exit Device (see pages B-2 through B-5). 

Hardened steel pins are incorporated in the locking bolt to deter sawing and increase resistance to forced entry. Every Extension 50 
is an automatic locking deadbolt with inside release knob. All locks are shipped with hardplate which must be used under the mount- 
ing plate to deter forced entry attacks. 


All 8400 and 8500 series combination locks are manipulation resistant and have integral relock triggers. Extension 50s equipped 
with Group 1 locks incorporate metal wheels, while those with Group 1R locks use acetal resin wheels for x-ray resistance. 


Life Safety Kit 


To Convert Extension 50s with 8400 Series Locks—Product No. 8400-001 
To Convert Extension 50s with 8500 Series Locks—Product No. 8500-001 
Upgrade any Extension 50 to meet life safety requirements by adding the Life Safety Kit. Each kit contains: 


Two Stainless Steel Life Safety Keys 
Life Safety Lock Cover 
Life Safety Lever Screw, Plunger, and Spring 


The conversion can be completed in just a few minutes, using medium phillips and flat blade screwdrivers. 


Extra Life Safety Keys 


Individual Stainless Keys (to fit any Life Safety Extension 50 manufactured after July, 1992)—Product No. 8400-047-002LSA 
® 
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826 Medium Security Padlock 


Shackle Clear National Stock 
Style Diameter Opening Keyway Number Product No. 
826A ¥" (9.5mm) 1 Ye" (88.1mm) Commercial None 826-002 
826D Yeo" (12.7mm) ¥" (9.5mm) Commercial None 826-004 


* Padlocks with government keyways are designated for federal, military, and defense contractor use only. 


The 826 family of padlocks was originally designed to meet rigid military and federal specifications for high security 
applications both indoors and outdoors. It has now been replaced by the 833, which incorporates advanced security 
features to meet today’s demanding needs. The 826 models continue to be used for medium security applications by 
military and federal agencies. These locks also offer an extremely high level of security to meet commercial needs. 


All 826 padlocks are made with a cast stainless steel body and feature deadlocking shackles that will resist over 12 
tons of pulling force. The 826A style comes with a stainless steel shackle. The 826D style is equipped with a nitronic 
steel shackle for maximum resistance to cutting and sawing. 


Medeco® cylinders and keys are used exclusively. These cylinders are 
highly pick resistant, and offer a degree of key control not found in 
common padlocks. Each lock is shipped with one operating key and 
one control key. Cylinders can be removed with the control key for 
replacement or rekeying in the field. For security reasons, master key- 
ing is not available from the factory. 


OPENING 


Sets of 10 padlocks keyed alike are available on special request. 
Contact your S&G distributor for pricing and availability. 


Each padlock comes with an attached 10 %" (27.3cm) steel chain 
and fastening plate. 


SPECIFICATIONS 
¥" (9.5mm) diameter stainless steel shackle for B26A 
Ya" (12.7mm) diameter nitronic steel shackle for B26D 
1¥%" (38.1mm) clear opening for B26A, %" (19mm) clear opening for B26D 
Overall dimensions: 4 ¥%" (10.5cm) high x 2 %e" (6.5cm) wide x 1 %" (4.7cm) deep 
Weight: 2 Ibs. (0.9 kilograms) 
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833 High Security Padlock 


MEETS MIL-P-43607G FOR HIGH SECURITY KEY LOCKING PADLOCKS 


Shackle Clear National Stock 
Diameter Opening Keyway Number Product No. 
Ye" (9.5mm) 1 “%s" (36.5mm) Government 5340-01-217-5068 833-001 
Yo" (9.5mm) 1 “~s" (86.5mm) Commercial None 833-005 
The 833-001 is available only to federal agencies, the military, and defense 
HRCA ORENING contractors. It must be shipped direct to an authorized destination. 
3%" (49mm) Defense contractors must have a current contract and a specification call- 


ing for this lock (meets MIL-P-43607G for High Security Key Locking 
Padlocks). The 833-005 is available to any customer, and may be ordered 
keyed alike. 


The 833 padlock meets rigid military specifications for high security applica- 
tions both indoors and outdoors. It is the ideal choice for perimeter security 
and for use in any situation where protection against forced entry is required. 
Its shrouded shackle design provides a high degree of resistance to common 
wedging attacks. 


All 833 padlocks are made with a cast stainless steel body and feature a dual 
stainless steel ball deadlocking design that enables the shackle to resist over 
12 tons of pulling force. The body and shackle incorporate exotic barrier mate- 
rials that resist cutting, drilling, and sawing. 


Each padlock is furnished with a pick resistant, Medeco® Biaxial™ cylinder. All 
locks are key retaining. Two operating keys and one control key (to allow lock 
disassembly) are provided with each padlock. For security reasons, keyed alike 
and master keyed locks are not available from the factory. 


The 833 is easily disassembled in the field for service or cylinder replacement. 


An attached 10 %" (27.3cm) steel chain (with fastening plate) is provided with 
each 833 padlock. 


SPECIFICATIONS 

Ya" (12.7mm) diameter hardened steel shackle 

Ya" (19mm) wide x “%s" (11.1mm) high throat opening in shackle shroud 
Ys" (15.8mm) clear shackle opening when locked 


This drawing is not meant to be an accurate rep- Overall dimensions: 4 ‘Yie" (11.9cm) high x 2 %" (7.0cm) wide x 1 '%e" (4.6cm) deep 
resentation of lock components or placement. It Weight: 4 Ibs. (1.81 kilograms) 
is used merely to help define dimensions. gnt. . 
a ® 
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8077AD Combination Padlock 


Shackle National Stock 

Material Number Product No. Packaging 
Hardened Steel 5340-00-285-6523 8077-102 Bulk Packed (min. 24) 8077-102 
Hardened Steel 8077-108 Individually Packed 


The 8077-002 Combination Padlock is designed to meet stringent government specifications: 


Y 30 minute protection against expert manipulation 

Y 30 minute protection against radiographic attack 

Y 10 minute protection against surreptitious entry attacks 
The 8077AD offers 125,000 possible combinations which can be field changed with the use of a change key (see 
page C-30). All padlocks are shipped from the factory set on 25. To open, turn the dial four times left to 25, right 
directly to O, then pull sharply on the shackle. This lock is built with very tight dialing 
tolerances, per the Federal specification. Dialing should be done slowly and as accu- 
rately as possible. 

Each lock is individually packaged with a change key, operating instructions, and chang- 
ing instructions. 

Designed for indoor use on sensitive files, storage areas, and equipment. The 8077AD 
is also ideally suited for securing Code-Tronic® IIl-2001 control panels (page C-50 and 
C-51), as well as the SM-1881 Deadbolt (page C-58). 


CLEAR 
OPENING 


SPECIFICATIONS 

5/5" (8mm) diameter hardened steel shackle 

7/3" (22mm) clear shackle opening when locked 

Overall dimensions: 4 2" (10.4cm) high x 2 %" (5.6cm) wide x 1 ‘%s" (4.9cm) deep 
Weight: 1.75 Ibs. (.8 kilograms) 

Individually boxed in cartons of 24 padlocks 


This drawing is not meant to be an accurate representation 


of lock components or placement. It is used merely to help 
define dimensions. 


® 
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Surface Mount Sliding Deadbolts 


£ 
= 
re 
zt 
ie 
SM183 
|< 5.25", 133.4mm ————+| 
Included National 
Style Strike Keying Stock No. Product No. 

SM-1881 None None 5340-01-210-5589* 1881-001 
SM-1881 #12 None 5340-01-210-5589* 1881-002 * National Stock Number 
SM-1881 #13 None 5340-01-210-5589* 1881-003 Information 
SM-1881 #14 None 5340-01-210-5589* 1881-004 
SM-1881 #15 None 5340-01-210-5589* 1881-005 NSN 5340-01-210-5589 can apply 
SM-1883 None KD 1883-001 to any model SM-1881. When using a 
SM-1883 #12 KD 4883-002 National Stock Number, you must 

r : specify what number strike is to be 
ave ates in isSS008 included with the deadbolt, or you 
SM-1883 #14 KD 1883-004 must specify that no strike is needed. 
SM-1883 #15 KD 1883-005 
SM-1883 None KA 1883-006 
SM-1883 #12 KA 1883-007 
SM-1883 #13 KA 1883-008 
SM-1883 #14 KA 1883-009 
SM-1883 #15 KA 1883-010 


Models SM-1881 and SM-1883 are Surface Mounted, sliding deadbolts featuring a full 1" (25.4mm) bolt throw. Hardened steel 
pins inside the bolt resist sawing and over one ton of thrust. Either model can be secured in either the locked or unlocked position. 
For inswing or outswing doors. Dimensions: 5.25" (133.4mm]) long, 1.38" (85.1mm) wide, 1.67" (42.4mm) high. 


Model SM-1881—Compatible with any %," (8mm) diameter shackle padlock, and recommended for use with the Sargent & 
Greenleaf 8077AD combination padlock for indoor applications. 


Model SM-1883—Incorporates a four pin tumbler cylinder operated by keys cut on National D4291 blanks. 


Strikes (less deadbolts) 


SO? 
OSS 
@ 
#12 Double Door Strike @ #14 Surface Mount Strike @ 
Product No. 1810-001 N Product No. 1810-003 @ 
(strike only) (strike only) © 
Ps 
0 CL 
: | : BI 
#13 Mortise Floor Strike |@ #15 Mortise Frame Strike © 
Product No. 1810-002 @ Product No. 1810-004 
(strike only) (strike only) 
All strike packages include mounting screws. ® 
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Technical Information 
Spacings and Depths for 41XX, 4231, 44XX, 45XX Safe Deposit Keys 


Throat Cut 
#7 Cut 
#6 Cut 
#5 Cut 
#4 Cut 
#3 Cut 
#2 Cut 
#1 Cut 


Tip Stop ———__—_—— 


(Renter) ay C) 


Throat Cut 
#7 Cut 
#6 Cut 
#5 Cut 
#4 Cut 
#3 Cut 
#2 Cut 
#1 Cut 
Tip Stop——_ 


CUT TO .087" + .003 
FOR ALL GUARD KEYS 


E— 


aie 
Y 


DENOTES WIDTH OF CUT 
(see table below) 


Lock Key Spacing From Tip Stop to Center of Cut (and cut width) Throat Root Depths 
Series Type 1stCut 2nd Cut 3rd Cut 4th Cut 5th Cut 6thCut 7thCut Cut #0 #1 #2 ##3 #=+#4 «#3+#5 «#6 «OT 


A1xx Operating .167 .222 271 319 367 Al5 A70 = 1.0875 = 314.298 «=.278 258 238 218 198 178 
066* .052* 052* 052* 052* .052* 066* 105% 


45xx Renter .167 .222 271 319 367 Al5 A70 =1.0875 = 314.298 «=.278 258 238 218 198 178 
066* .052* 052* 052* 052* .052* 066* 105% 


45xx Guard 167 .222 271 319 367 A15 AMO = 1.0775 275.255 285 215 195 175 155135 
066* .052* 052* 052* .052* 052* 066* 105% 


4231 Renter .167 .222 271 319 367 A22 1.0875 314 298 278 .258 .238 .218 .198 .178 
066* .052* .052* .052* .052* .066* .105* 
4231 Guard 167 .222 2/1 319 3/8 1.0775 275 .285 .195 155 
066* 052* .052* .052* .066* .105* 
AAxx Renter  .167 222 2/1 319 367 A22 1.0875 314 298 278 258 .238 .218 .198 .178 
066* 052* 052* .052* .052* .066* .105* 
AAxx Guard 167 .222 2/1 319 3/8 1.0775 275 235 .195 .155 
e 066* .052* .052* .052* .066* .105* 
_ioe Sargent & Greenleaf, Inc. Copyright 1999, Sargent & Greenleaf, Inc. 
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Premium Security Products 


Technical Information Services 


Internet Access 


Sargent & Greenleaf maintains a website to provide consumer and technician product informa- 
tion. This service is available from anywhere in the world. Our address is: 


http: //www.sglocks.com 


Through this page you can navigate to our /nsider Pages, designed to meet the informational 
needs of locksmiths, safe technicians, and our distributors. This catalog is available in its entire- 
ty as a downloadable Adobe Acrobat (.pdf) document at that location. You will also find product 
instructions, technical bulletins, and other helpful documents. 


Voice Help 


Product help for our mechanical and electronic safe locks is available twenty-four hours a day, 
seven days a week, at 800-826-7652, extension 500. This menu-driven, voice help line is 
designed to help end users get information about operating the more common types of combi- 
nation locks. It also contains minor troubleshooting procedures, and offers callers the option of 
requesting a call-back from one of our technical support staff. 


Fax-On-Demand 


S&G maintains a large number of printed documents ranging from product instructions to tech- 
nical bulletins and product information sheets. Many of these items are available twenty-four 
hours a day, seven days a week via our fax-on-demand system. To use this service, you must 
call from the handset of your fax machine. Dial (859) 885-9411. During business hours, ask 
the operator to transfer you to fax-on-demand. During non-business hours, a recorded greeting 
will direct you to dial extension 550. Once connected, a message will direct you to enter a doc- 
ument number. If this is your first call to our system, you will want to obtain document 9, a 
directory of the information available to you. After entering the document number, you will be 
asked to enter another four-digit document number, or to press the * key on your handset if 
you are done selecting documents. When the * key Is pressed, you will be directed to press the 
START or SEND button on your fax machine. The documents you selected will be immediately 
transmitted to your fax machine. 


® 
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The Sargent & Greenleaf Story— 


Over a Century of Security 


gent & Greenleaf prides itself on a tradition of quality and innovation which stretches back to 
G= It was then that James Sargent, a bright and inventive young sales agent for Yale & 
reenleaf Lock Manufacturers, made the decision to build a lock that would offer security far 
surpassing that of any device available of the time. The result of his resolve and genius was Sargent’s Magnetic Bank 
Lock, the first successful key changeable combination lock. The lock gained almost immediate acceptance from 
safe manufacturers and the United States Treasury Department, bringing financial stability and paving the way for 
James Sargent to continue bringing new ideas and products to the security industry. 


In 1865, one of Mr. Sargent’s former employers, Halbert Greenleaf, became his equal partner in the 
firm of Sargent & Greenleaf. A manufacturing facility was built in Rochester, New York, and the company remained 
in that city until 1975. James Sargent was never one to rest on the success of past achievements. In 1868, he 
invented Sargent’s Automatic Lock, bringing refinements to the original Sargent’s Magnetic Bank Lock. 


Then, in 1873, using parts from locks and two, eight-day kitchen clocks, Mr. Sargent created the first 
time lock to be installed on a bank vault door. He personally connected the time lock to the vault door of the First 
National Bank in Morrison, Illinois, on May 26, 1874. This lock continued to secure the vault for nearly forty years 
until the bank was remodeled and a larger vault was built 


In 1880, Mr. Sargent connected one of his combination locks to a delay timer, creating the first Time 
Combination Lock, a lock that would remain locked for a predetermined amount of time after the combination was 
dialed. This was the forerunner of today’s Sargent & Greenleaf Timebination. 


These inventions are just a sampling of the numerous advancements and innovations in security hard- 
ware that can be attributed directly to James Sargent. His tireless efforts and clear vision of what makes for good 
security were responsible for the success of his young company. These same qualities continue to drive Sargent & 
Greenleaf today. 


Times have changed since the early days in Rochester, New York. Sargent & Greenleaf now occupies 
100,000 square feet of manufacturing space and 22,000 square feet of offices in Nicholasville, Kentucky. The com- 
pany also serves European and other international customers from a facility in Switzerland. Safe manufacturers, 
independent safe technicians, and locksmiths throughout the United States and the world rely on the quality and 
value of S&G products. 


Today's Sargent & Greenleaf offers a full line of mechanical and electronic locks for safes, vaults, and 
safe deposit boxes, as well as other specialty security devices. S&G makes locks that secure safes 
designed to store sensitive information. In addition, doors that secure special areas where 
classified information is developed and stored are protected by Sargent& § = -—-— 
Greenleaf combination-locked deadholts. Special designs even combinea {{ = 
high degree of security for these rooms while providing easy, one motion 
exit for the room’s occupants in case of a life threatening emergency. 


From combination locks in commercial and government serv- 
ice— from time locks to safe deposit locks— from high security exit devices to special purpose padlocks— Sargent 
& Greenleaf remains committed to the ideals of its founder, James Sargent. That is to provide security, quality, and 
value by leading the security industry with innovative products and a thorough understanding of the security needs 
of our customers. 
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Sargent & Greenleaf, Inc. 


One Security Drive, Nicholasville, Kentucky 40356 


Sargent & Greenleaf S.A. 


9, Ch. du Croset, 1024 Ecublens, Switzerland 
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